
 

We are devoting to providing smart systems and 
products for your dream living. 

Smart 
Building & Lighting

2024





Catalogue

About Us.............................................................................................6

Smart Commercial Lighting
T-Smart Light System......................................................................20
Intelligent Commercial Lighting Products....................................30
Non-intelligent Commercial Lighting Products............................68

Smart Home 
Tporig System................................................................................102
Smart Home Products...................................................................108

Smart LED Drivers
T-Smart Series................................................................................138
Wireless Series...............................................................................151
DALI Series.....................................................................................159



7

27.4%

3100+

CAGR for 9
Consecutive Years

Patent Applications

1.3 Billion
1.3 Billion Pieces of Smart 
Devices Using TOPBAND 
Solutions 

17

1700+21.1%

17 Global Production/ 
R&D Bases

R&D StaffR&D Staff Ratio

Intelligent Control Industry 

108 Million

74

R&D Investment

74 SMT Lines

1,326 Million
Sales Revenue Reaches 
USD 1, 326 Million in 2022

8.11%

155DIP

R&D Investment Ratio

155 DIP Lines
60
60 Automatic Plug-in Lines

R&D

Company Profile
In 1996, TOPBAND was officially established, marking the beginning of home appliance intelligent control 
industry in China. In 2007, TOPBAND was successfully listed on Shenzhen Stock Exchange (002139. SZ), 
becoming the first listed company in the field of intelligent control in China.  
 
After 28 years of rapid development, the main business of  TOPBAND is the research and development, 
production, and sales of intelligent control system solutions. With the 'four electrics and one network', 
taking technology of electric control, motor, battery, Power supply and ioT platform as its core. TOPBAND 
provides various customized solutions for industries, such as home appliances, power tools, new energy, 
industry and intelligent solutions. 

TOPBAND is a global leading provider of intelligent control solutions, a pioneer of intelligent control solutions 
for the home appliances and tool industries, and an innovative leader in new energy, industrial and intelligent 
solutions. 
 
TOPBAND insists on the company value of "Agility-Innovation-Partnership" and innovates in intelligent 
control technology, creates value for customers and benefis everyone. We expect to work with customers 
and partners in the industry to build a more intelligent and low-carbon world! 
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Milestone

Establishment of 
TOPBAND;
Initiating the intelligent 
control industry in China.

1996 2007 2008 2009 2016 20192017 2021 2022 2023

Mexico and 
Romania factories 
started operation; 

17 production 
bases/ R&D centers 

worldwide.

Chongqing R&D base 
started operation.

Huizhou factory started 
operation. Acquired 
ShenZhen Allied Control 
System Co., Ltd, 
getting the leading heating 
tech.

Indian factory 
started operation; 
Vietnam factory 
started operation.

Ningbo factory 
construction
started operation.

Listed in Shenzhen Stock 
Exchange Market(stock code: 
002139)
The first listed company of 
its kind in China.

Established Hangzhou 
Company, 
providing nearby service 
to customers.

One-stop IoT system
“T-Smart”was 
launched. Smart home control module won the 

Manufacturing Champion Product, China.
Entitled as National Enterprise Technology Center.
Recognized as industry TOP 1 enterprise.

Leader of Global Intelligent Control Industry
The “West Point” in the Field of Intelligent Control in China

Over 20 companies were listed in the intelligent 
control industry. Rapid development of intelligent
control industry in China.

1996--Until Now: 
Cultivating 70, 000+ talents for the industry
Empowering 1, 300, 000, 000+ smart devices.
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Shenzhen
Heaquarter
Site Area:35, 000㎡; Building Area:75, 000㎡

Global Layout
Global Presence with Intelligent Manufacturing. 
Ensuring Reliable and Agile Delivery for Customers. 

Huizhou, China. Production. 
Land Area: 75, 000㎡; Built-up Area: 190, 000㎡ Land Area: 35, 000㎡; Built-up Area: 124, 000㎡

Land Area: 17, 000㎡; Built-up Area :57, 000㎡

Land Area: 17, 000㎡; Built-up Area: 22, 000㎡

Phase I: 12, 000㎡; Phase II: 25, 000㎡; Built-up Area: 60, 000㎡

Land Area: 6, 000㎡; Built-up Area: 116, 000㎡

Land Area: 18, 000㎡; Built-up Area: 22, 000㎡

Land Area :2, 000㎡; Built-up Area :7, 000㎡

Ningbo, China. Operation/ Production. 

Pune, India. Production. Dong Nai, Vietnam. Production. 

Timisoara, Romania. Production. Monterrey, Mexico. Production. 

Chongqing, China. R&D. Hangzhou, China. R&D. 
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R&D Center 

In order to bring more advanced and higher-quality products and service to global customers, Topband 
highly regards the R&D ability, with at least 7.21% of annual revenue spent on R&D. Besides, we have built a 
strong and professional R&D team, which accounts for 20% of the whole staff. Through constant innovation 
and adoption of new technology, Topband has independently researched and developed APP for smart 
lighting systems. 

Software & Hardware Research 
and Development Ability 

Tporig
Smart Home Control System

Cloud Platform

Collecting and 
processing data 
to optimize the 

functions of software 
and hardware 
continuously. 

Covering a wide 
range of end-

devices, from smart 
control to smart 

security. 

Transforming 
traditional devices 
into smart ones by 

inserting modules in a 
most economical way. 

Supporting the control 
of whole house and 

the connecting among 
things, the core 

hardware of smart 
control. 

Providing 
standard app or 
customized app 

according to customers' 
requirements. 

ModulesAPP Smart Controller Devices

One-Stop Solution
Great flexibility to integrate your new products and attract more partners to expand 
your business and services. 

Easy to control all 
equipments, and easy to 
boast own personalized 

system in a rather economy 
way. 

Easy 

Save additional time 
that used to find 

supplies, projects fall 
to the ground fast. 

Efficient

Broad range of services, 
we could satisfy varying 

demands from cloud 
service to products. 

Complete 

Communication protocol

T-Smart Light
Commercial Lighting Control System
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The Central Laboratory of TOPBAND Group was established in 2005, and it is comprised of Shenzhen lab, 
Huizhou lab and Ningbo lab, with a total area of about 6000m² and a huge investment of over 80 million 
RMB. 
 
As a professional and comprehensive certification and testing technology service platform, the scope 
of the central lab covers EMC, RF reliability, safety failure analysis, component verification, and environment 
protection. We are a lab committed to providing customers with excellent services including regulatory 
compliance evaluation, product reliability testing, scheme design, product certification consulting, failure 
analysis and component verification.
 
 
Adhering to the quality policy of "scientific and rigorous, objective and fair, standard controllable and 
data traceable", we continuously gather experiences and wisdom. We are committed to providing 
professional fair and accurate efficient services and offering technical support for the development and 
quality of products for TOPBAND group.

Quality System & Assurance
Central Laboratory

UL CTF

UL

CNAS

UL-WTDP UL-WTDP (UL 8750)

TÜV-CTF

ISO/ IEC 17025 (CTF)

TÜV 50112426 004

TUV  SCN1417

UL-WTDP Laboratory CNAS Accredited 
Laboratory

TÜV Rheinland CTF 
Laboratory

TÜV CTF 
Laboratory

SGS CTF Laboratory
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Topband manufactures in accordance with ISO 9001:2015 Quality Management 
System Certificate, ISO 14001:2015 Environment Management System, OHSAS 
18001:2007 Occupational Health and Safety Management System, TS16949 certificate, 
and certified as meeting the requirements of ANSI/ ESD S20.20:2014. 
As a socially responsible enterprise, Topband not only ensures the quality of all 
products, but also pays attention to the environmental issue. Since 2005, Topband 
has taken the lead to achieve RoHS, REACH, WEEe and other EU green directives. 

Though different areas have different certifications or standards, most of our 
products have passed local accreditation, such as UL/ ETL/ CE/ RoHS/ FCC/ CB. 

•

•

    AApppplliiccaabbllee  ttoo::  
EEuurrooppeeaann  DDiirreeccttiivvee  22001111//6655//EEUU  ((““RRooHHSS  ––  RReessttrriiccttiioonn  ooff  tthhee  uussee  OOff  cceerrttaaiinn  HHaazzaarrddoouuss  SSuubbssttaanncceess””))  iinn
eelleeccttrriiccaall  aanndd  eelleeccttrroonniicc  eeqquuiippmmeenntt..  IInncclluuddiinngg  aallll  ppuubblliisshheedd  aammeennddmmeennttss  

IIEECCQQ  QQCC  008800000000::22001177 - Hazardous Substance Process Management System Requirements
 

 

IIEECC  QQUUAALLIITTYY  AASSSSEESSSSMMEENNTT  SSYYSSTTEEMM  ((IIEECCQQ))
ccoovveerriinngg  EElleeccttrroonniicc  CCoommppoonneennttss,,

AAsssseemmbblliieess,,  RReellaatteedd  MMaatteerriiaallss  aanndd  PPrroocceesssseess
FFoorr  rruulleess  aanndd  ddeettaaiillss  ooff  tthhee  IIEECCQQ  vviissiitt  wwwwww..iieeccqq..oorrgg

IIEECCQQ  CCeerrttiiffiiccaattee  ooff  CCoonnffoorrmmiittyy
HHaazzaarrddoouuss  SSuubbssttaannccee  PPrroocceessss  MMaannaaggeemmeenntt

IIEECCQQ  CCeerrttiiffiiccaattee  NNoo..:: IIEECCQQ--HH  TTUUVVRRTTWW  2211..00000066--0011 IIssssuuee  NNoo..:: 11 SSttaattuuss:: CCuurrrreenntt

                        AAddddiittiioonnaall  SSiittee  ttoo  CCeerrttiiffiiccaattiioonn::    IIEECCQQ--HH  TTUUVVRRTTWW  2211..00000066                OOrriiggiinnaallllyy  IIssssuueedd::  22002211//0055//2222

Supersedes: IIssssuuee  DDaattee:: 22002211//0055//2222 SSiittee  AAddddeedd:: 22002211//0055//2222

CB Reference No.: 01 HSPM 2033135/01 EExxppiirraattiioonn:: 22002233//0055//2211

HHuuiizzhhoouu  TTooppbbaanndd  EElleeccttrriiccaall  TTeecchhnnoollooggyy  CCoo..,,  LLttdd..
1-6F of Building 2, 1-3F and 5-7F of Building 3, 1-6F of Building 4, Huizhou Topband Optoelectronic

Industrial Park, No. 113, Dongxin Road, Dongxing Area, Dongjiang Hi-Tech Park,
Zhongkai High-Tech Zone, Huizhou City, Guangdong Province 510663,

China
The organization has developed and implemented Hazardous Substance Process Management procedures and
related processes which have been assessed and found to comply with the applicable requirements for IECQ
HSPM organization approval which is in accordance with the Basic Rules IECQ 01 and Rules of Procedure
IECQ 03-5 "IECQ Hazardous Substances Process Management" of the IEC Quality Assessment System for
Electronic Components (IECQ), and with respect to the IECQ Specification:

TThhiiss  CCeerrttiiffiiccaattee  iiss  aapppplliiccaabbllee  ttoo  aallll  eelleeccttrroonniicc  ccoommppoonneennttss,,  aasssseemmbblliieess,,  rreellaatteedd  mmaatteerriiaallss  aanndd
pprroocceesssseess  ffoorr  tthhee  ffoolllloowwiinngg  ssccooppee  ooff  aaccttiivviittiieess::

MMaannuuffaaccttuurriinngg  ooff  PPCCBBAA  UUsseedd  ffoorr  BBaatttteerryy  PPrrootteeccttiinngg,,  EElleeccttrriiccaall  CCoonnttrroollss
ffoorr  EElleeccttrriicc  TToooollss,,  HHoouusseehhoolldd  AApppplliiaanncceess

IIssssuueedd  bbyy  tthhee  CCeerrttiiffiiccaattiioonn  BBooddyy::  TTÜÜVV  RRhheeiinnllaanndd  TTaaiiwwaann  LLttdd..
11F., No.758, Sec. 4, Bade Rd.,
Songshan Dist., Taipei 105
Taiwan

Authorized person:
RRyyaann  CC..  CC..  HHssiiaanngg

The validity of this certificate is maintained through on-going surveillance audits by the
IECQ CB issuing this certificate.

This Certificate of Conformity may be suspended or withdrawn in accordance with the
Rules of Procedure of the IECQ System and its Schemes.

This certificate and any schedule(s) may only be reproduced in full.
This certificate is not transferable and remains the property of the issuing IECQ CB.

The Status and authenticity of this certificate may be verified by visiting www.iecq.org

-- Attached Translation: - None -- IECQ-H Rev. 08

Certificate CN20/30771 

The management system of 

Huizhou Topband Electrical 
Technology Co., Ltd. 
5-6F of Building N, 2-3F & 5-8F of Building A, No. 113 Dongxing Road, Dongxing Zone, Dongjiang Hi-tech 
Industrial Park of Zhongkai High-tech Zone, Huizhou City, Guangdong Province, P.R. China 

has been assessed and certified as meeting the requirements of 
ANSI/ESD S20.20:2014 

For the following activities 
Manufacture of electric tool controller, home appliance controller and battery protection board, 
assembly of power battery pack used for power tool and garden tool  

ESD Program Manager: Mr. Steven Zhao 
Further clarifications regarding the scope of this certificate and the applicability of ANSI/ESD 
S20.20:2014 requirements may be obtained by consulting the organization. 
Lead Auditor: David Xia 
Certification Manager: Roger S. Villanueva 
This certificate is valid from 18 May 2022 until 17 May 2023 
Issue 3. Certified since 18 May 2020. 

Authorised by 

SGS Philippines Inc. Systems & Services Certification 
3/F Alegria Bldg. 2229 Chino Roces Ave. Makati City, Philippines 
t 784-9400 - www.sgs.com 

This document is issued by the Company subject to its General Conditions of Certification Services 
accessible at www.sgs.com/terms_and_conditions.htm. Attention is drawn to the limitations of liability, 
indemnification and jurisdictional issues established therein. The authenticity of this document may be 
verified at http://www.sgs.com/en/certified-clients-and-products/certified-client-directory. Any unauthorized 
alteration, forgery or falsification of the content or appearance of this document is unlawful and offenders 
may be prosecuted to the fullest extent of the law. 

Page 1 / 1 

Reach
RoHS
COMPLIANT

Intelligent Manufacturing

In recent years, Topband puts great efforts on the improvement of automatic and intelligent manufacturing, 
which ensures the consistency and stability of product quality, provides customers with more agile delivery 
and more innovative process guarantee.
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Smart Commercial Lighting 

T-Smart Light 
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T-Smart Light

T-Smart Light is Topband commercial lighting 
solution, which is researched and developed 
independently by Topband. It is based 
on BLE Mesh mesh wireless control, and 
could provide one-stop service from cloud 
platform, APP, smart module, smart controller, 
and end-devices to satisfy diversified and 
customized requirements of global customers. 
What’s more, T-Smart Light is the first smart 
commercial lighting control system in China 
which has passed NLC 5.0. 

Cloud Server

LED Linear

LED Panel

LED Troffer

High Bay Light

Wireless BLE Switch

Gateway

T-Smart Light
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Cloud platform + APP + Smart module + Smart controller + End-devices
T-Smart Light supports three control methods, smart mobile phone, ipad or web-based 
platform. Users can make full use of the light efficiency based on space, daylight, 
occupancy and other factors. 

Otherwise, users could get daily, weekly, monthly, and yearly reports to keep informed 
of energy consumption, so as to save energy costs, and achieve sustainability goals. 

Why is T-Smart Light?

Offer a number of scenes for different 
function setting, which brings a better 
life experience. 

Multiple functional modes make 
your life colorful. 

Servers can be deployed locally 
according to customer needs. 

Keep testing against the latest 
releases of iOS and Android to ensure 
premium performance. 

Allow you to personalize app, 
extending your brand right to the 
palms of your customers' hands. 

Rich Scenes

Refined Functions

Local Cloud Service

Ongoing Maintenance

Fully Customization

Cloud Server 

Single Light Control (Local control top priority)

Router

Smart Control

LED Light_N

. . . . . . 

+

LED Light_1 LED Light_2

Wireless BLE Mesh 
Switch

( Local Control )

Remote Control

LED PanelLED Linear LED HighBayLED Triproof LED Troffer

0-10V or 1-10V regular 
lights. It also works well 
with non-dimming light 
to make switch control. 

LED Troffer, LED Panel, 

LED Linear, High Bay
. . . . . . 

BLE Mesh 
Gateway

Wi-Fi or
Ethernet

Other Room - Single Light Control (Local control top priority)

APP Control
Up to 250 nodes

T-Smart Light
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Single light control Room group control Floor group control Building group control

T-Smart Light

Cloud

Widely applied in office spaces, restaurants, 
supermarkets, schools, medical institutions, 
garages and etc. 
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One-Stop Intelligent Commercial 
Lighting Solution

Customized solutions to create more value for customers 

Cloud 
Platform

Smart
APP

Communication 
Modules

Intelligent 
Controller

 Terminal 
Devices

+ + + +

Cloud Platform: Collect and process data to continuously optimize the functions 
of software and hardware. 

APP: Provide app such as Tporig or customized app according to business 
requirements. 

Communication Modules: Transform traditional devices into smart ones by 
inserting modules in a most economical way. 

Intelligent Controller: The core of commercial lighting control, which allows 
devices to be interconnected. 

Terminal Devices: Offer complete categories of smart devices, covering smart 
linear light, smart panels, smart troffers, smart drivers, etc. 

Control the devices anytime and 
anywhere. You can assign privileges 
on your phone. Support group 
control, single light control, CCT and 
brightness adjustment and other 
functions. Greatly enhance the users' 
experience while reducing the cost of 
lighting. 

Smart Phone Control

iPad has a larger screen than 
smartphone. Easy to view and 
operate. Rich functions and excellent 
interaction. iPad can control smart 
devices in the local network with the 
smart gateway. 

iPad Control

Users can visualize and analyze 
the use of equipment in the entire 
system through the web end, such 
as viewing the lighting status, 
energy use, energy trends and 
fault prompts, which help users to 
understand the background data 
more intuitively. 

Web End

Google Play

App Store
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!

Functional design of 
T-Smart Light system

The ability of a control system to 
provide control with sufficient 
resolution (100+steps) to support light 
level changes perceived as smooth 
(as apposed to step dimming with few 
discrete light levels).

1. Continuous Dimming/ 
Brightness Adjustable

The capability of a system to provide 
two or more pre-programmed light 
level settings for a group or multiple 
groups of luminaires to suit multiple 
activities in a space, and allow for 
recall of these settings via a switch, 
control device, or signal from a BMS or 
API. 

4. Scene Control

The capability to alter the output and 
color of tunable white and/ or variable 
color output luminaires via a dedicated 
control interface(s). 

2. Color Changing/ CCT Adjustable

The capability to automatically affect 
the operation of lighting or other 
equipment based on time of day or 
astronomical event. 

5. Scheduling

The capability to group luminaires and 
form unique lighting control zones for a 
control strategy. 

3. Group Control 

The capability to automatically 
affect the operation of lighting 
or other equipment based on 
the amount of daylight and/ or 
ambient light that is present 
in a space, area, or exterior 
environment. 

6. Daylight Harvesting

The capability to affect the 
operation of lighting or other 
equipment based on detecting the 
presence or absence of people in a 
space. 

7. Occupancy Sensing/ 
 Vacancy Sensing

A cybersecurity certification that 
meets the DLC criteria. 

8. Cybersecurity

Change the color temperature and 
brightness level timely according 
to the sunlight pattern of the day 
and circadian rhythm. 

9. Human Centric Lighting

The capability of a system to 
report the energy consumption of 
a luminaire/ lamp and/ or a group 
of luminaires/ lamps. 

10. Energy Monitoring

Occupancy/ 
vacancy Sensing 
20- 60% Lighting 
savings

Brightness 
Adjustable
20- 30% Lighting 
savings

Scheduling
10- 20% Lighting 
savings

Group Control 
25- 60% Lighting 
savings

Scene Control
10- 20% Lighting 
savings

High-end Trim
10- 30% Lighting 
savings

Utilizes motion 
detection to adjust 
lights based on 
occupancy of a given 
area. 

Gives occupants the ability 
to adjust the light output to 
their comfort level. 

Presets the schedule of 
luminaires in accordance 
with the daily working time. 

APP allows you to 
control a group of LED 
commercial lighting 
such as troffer, panel 
lights, wrap lights and 
linears, etc. 

Provides pre-
programmed light level 
settings for one or a 
group of luminaires. 

Sets the maximum light 
level based on customer 
requirements in each 
space. 
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T-Smart Light

Intelligent Commercial 
Lighting Products
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Topband smart TP-B5PRO Linear Light series is a 
reliable lamp for indoor environment, which meets the 
requirements of offices, home, clinics, hospitals and care 
facilities. The light is DLC, UL, ETL, FCC certified. The 
light can be adjusted independently or group control via 
T-Smart Light. 

Besides, linear light provides both a very glare-free light 
and a good working light for the care. Optionally, all 
luminaires are available with different connecting ways. 
The carefully designed functional luminaire contains light 
sources of energy efficiency. With the grille, PC, honey 
comb, lens selectable, it is widely popular. 

Smart TP-B5PRO 
Linear Light 

PS
PC
Prismatic+PS
Honey Comb+PS
Grille+PS
PMMA Lens

-
-
UGR<25
UGR<19
UGR<19
UGR<19

Suspension

Suspension

 Wall Mount

 Wall Mount

Recessed

Surface 
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I-shape L-shape T-shape ＋-shape Y-shape

Splice Mounting

Up/Down Lighting

A variety of optical masks to meet the needs of life

Optical Design

PS

Prismatic+PS

PC

Grille+PS

Honey Comb+PS

PAMM Lens

Beam Angle: 80° , 90° , 110°

30%

70% 100%

I TL ＋ Y
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Smart TP-B5PRO 
Linear Light 

3000K 4000K 4500K 5000K
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Smart TP-B5PRO 
Linear Light - U 

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE

Topband B5PRO smart linear light adopts a modern 
and fashionable appearance design, showing different 
decorative effects and creating a beautiful atmosphere 
for indoor fields. Various optic cover avilable, seamless 
connection supports different shapes. Smart function 
make lighting more convenient and comfortable.

Product Name:

Technical data

TPL-B5S-U4C40
40W
4FT
BLE Mesh 
100Lm/W/ 120Lm/W/ 130Lm/W/ 160Lm/W
AC100-277V
Grille + PS/ PC/ PS/ Prismatic + PS/ Honey Comb +PS/ PMMA Lens
80°/ 90°/ 110° /Down 60°
Adjustable: 3000K-3500K-4000K-4500K-5000K
1%-100%
>80
0.9
-20°C~40°C
5 years
DLC, UL
Suspension/ Surface/ Recessed/ Wall Mount
I-shape/ L-shape/ T-shape/＋-shape/ Y-shape

 Model:
Power:

 Dimension:
Communication:

Efficacy:
Input Voltage:

Optical Fitting:
Beam Angle:

CCT:
Brightness:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

Smart TP- B5PRO Linear Light - U

Smart TP-B5PRO 
Linear Light - E 

Topband B5PRO smart linear light adopts a modern 
and fashionable appearance design, showing different 
decorative effects and creating a beautiful atmosphere 
for indoor fields. Various optic cover avilable, seamless 
connection supports different shapes. Smart function 
make lighting more convenient and comfortable.

Product Name:

Technical data

TPL-B5S-E4C40
40W
1198x50x73mm
BLE Mesh 
100Lm/W/ 120Lm/W/ 130Lm/W/ 160Lm/W
AC100-240V
Grille + PS/ PC/ PS/ Prismatic + PS/ Honey Comb +PS/ PMMA Lens
80°/ 90°/ 110° /Down 60°
Adjustable: 3000K-3500K-4000K-4500K-5000K
1%-100%
>80
0.9
-20°C~40°C
5 years
CE, RoHS
Suspension/ Surface/ Recessed/ Wall Mount
I-shape/ L-shape/ T-shape/＋-shape/ Y-shape

 Model:
Power:

 Dimension:
Communication:

Efficacy:
Input Voltage:

Optical Fitting:
Beam Angle:

CCT:
Brightness:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

Smart TP- B5PRO Linear Light - E

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREERoHS

COMPLIANT

TPL-B5S-E5C50
50W
1498x50x73mm

TPL-B5S-E8C70
70W
2398x50x73mm

TPL-B6S-E6C50
50W
1798x50x73mm

TPL-B5S-U6C50
50W
6FT

TPL-B5S-U8C70
70W
8FT

White WhiteSilver SilverBlack Black

P I R Daylight SensorP I R Daylight Sensor P I R Daylight SensorP I R Daylight Sensor

BLE Mesh
T-Smart Control-Ready 

BLE Mesh
T-Smart Control-Ready 
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Smart TP-B7PRO 
Linear Light 

Topband smart TP-B7PRO Linear Light series is an 
alternative to traditional LED linear lights, in a variety 
of indoor industrial, commercial and light assembly 
applications. Compatible with I-shape/ L-shape/ T-shape/ 
＋-shape, Y-shape connectors. Fitted with high-efficiency 
LED chips that offer up to 80% in energy savings. Flicker-
Free illumination. Robust body makes long lifespan of 
50000 hours. Our linkable linear LED lights are available 
in 7 types of covers. 
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A variety of optical masks to meet the needs of life

Square PMMA LensPC Round PMMA LensUp/ Down Lighting

Reverse Side

Optical Design

Honey Comb+PS Grille+PSPrismatic+PS

UGR<25 UGR<19 UGR<19 UGR<19 UGR<19 UGR<19 UGR<19 UGR<19
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Smart TP-B7PRO 
Linear Light 

Suspension Suspension Wall Mount  Wall Mount RecessedSurface

Installation Splice Mounting

I-shape L-shape T-shape ＋-shape Y-shape

I TL ＋ Y
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Smart TP-B7PRO 
Linear Light - U

Topband B7PRO linear light boasts beautiful 
appearance, uniform light, and strong functionality. 
Smooth, and soft lighting effect, no dark dot or 
shadow at the lighting area.

TPL-B7S-U8C70
70W
8FT

Product Name:

Technical data

TPL-B7S-U4C40
40W
4FT
BLE Mesh 
100Lm/W/ 120Lm/W/ 130Lm/W/ 160Lm/W
AC100-277V
Grille + PS/ PC/ PS/ Prismatic + PS/ Honey Comb +PS/ PMMA Lens
Single Polarized 20°/ Double Polarized 25°/ Down 30°/ Down 60°/ 80°/ 90°/ 110° 
Adjustable: 3000K-3500K-4000K-4500K-5000K
1%-100%
>80
0.9
-20°C~40°C
5 years
DLC, UL
Suspension/ Surface/ Recessed/ Wall Mount
I-shape/ L-shape/ T-shape/＋-shape/ Y-shape

 Model:
Power:

 Dimension:
Communication:

Efficacy:
Input Voltage:

Optical Fitting:
Beam Angle:

CCT:
Brightness:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

Smart TP- B7PRO Linear Light - U

Smart TP-B7PRO 
Linear Light - E 

Topband B7PRO linear light boasts beautiful 
appearance, uniform light, and strong functionality. 
Smooth, and soft lighting effect, no dark dot or 
shadow at the lighting area.

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREERoHS

COMPLIANT

Product Name:

Technical data

TPL-B7S-E4C40
40W
1198x70x73mm
BLE Mesh 
100Lm/W/ 120Lm/W/ 130Lm/W/ 160Lm/W
AC100-240V
Grille + PS/ PC/ PS/ Prismatic + PS/ Honey Comb +PS/ PMMA Lens
Single Polarized 20°/ Double Polarized 25°/ Down 30°/ Down 60°/ 80°/ 90°/ 110° 
Adjustable: 3000K-3500K-4000K-4500K-5000K
1%-100%
>80
0.9
-20°C~40°C
5 years
CE, RoHS
Suspension/ Surface/ Recessed/ Wall Mount
I-shape/ L-shape/ T-shape/＋-shape/ Y-shape

 Model:
Power:

 Dimension:
Communication:

Efficacy:
Input Voltage:

Optical Fitting:
Beam Angle:

CCT:
Brightness:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

Smart TP- B7PRO Linear Light - E

TPL-B7S-E5C50
50W
1498x70x73mm

TPL-B7S-E6C50
50W
1798x70x73mm
 

TPL-B7S-E8C70
70W
2398x70x73mm

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE

TPL-B7S-U6C50
50W
6FT

White WhiteSilver SilverBlack Black

P I R Daylight SensorP I R Daylight Sensor P I R Daylight SensorP I R Daylight Sensor

BLE Mesh
T-Smart Control-Ready 

BLE Mesh
T-Smart Control-Ready 
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Topband smart TP-A6PRO Linear lighting refers to a 
specific type of lighting where long and slender light 
fixtures or LED strips are traditionally used to create 
linear continuous lighting. These upgraded light fixtures 
are often combined with down and down&up lighting 
purposes. 

It can be seamlessly connected into desired shapes 
with various accessories available. The shade houses an 
integrated LED light source that casts light evenly to the 
setting when in use. Perfect for commercial space.

Smart TP-A6PRO 
Linear Light 

Prism PMMA UGR<25
PC -

Grille UGR<19
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Connecting Shape: I-shape/ L-shape/ T-shape/＋-shape A variety of optical masks to meet the needs of life

Splice Mounting

Prismatic PCGrille Grille
Up/ Down Lighting

Reverse Side

Optical Design

I TL ＋
Beam Angle: 80° , 90° , 110°

30%

70% 100%

Up/Down Lighing
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3000K 4500K 6500K

Smart TP-A6PRO 
Linear Light 
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Smart TP-A6PRO 
Linear Light - E 

Topband smart TP-A6PRO linear is an architectural 
linear light for replacing traditional fluorescent lights in 
commercial applications. Available in multiple lengths 4FT, 
6FT, 8FT. The linear light can be configured to meet a wide 
variety of needs. 

The StreamLine A6Pro Linear series is designed with 
specialized 3 optional optics that deliver maximum lumens 
and conceal the LED light sources behind the lens to 
create a pleasing dimensional illumination. Up and down 
illumination is optional. UGR<19 or UGR<25 selectable. 
Flicker-free standard.0-10V dimmable. 

Topband smart TP-A6PRO linear is an architectural 
linear light for replacing traditional fluorescent lights in 
commercial applications. Available in multiple lengths 4FT, 
5FT, 6FT, 8FT. The linear light can be configured to meet a 
wide variety of needs. 

The StreamLine A6Pro Linear series is designed with 
specialized 3 optional optics that deliver maximum lumens 
and conceal the LED light sources behind the lens to 
create a pleasing dimensional illumination. Up and down 
illumination is optional. UGR<19 or UGR<25 selectable. 
Flicker-free standard.0-10V dimmable. 

Smart TP-A6PRO 
Linear Light - U

Ra
>80

Ra
>80YEAR5

WARRANTY
YEAR5

WARRANTY
Hrs
50, 000

Hrs
50, 000

Flicker
FREE

Flicker
FREE

TPL-A6S-U6C50
50W
6FT

TPL-A6S-U7C70
70W
8FT

TPL-A6S-E5C50
50W
1466x50x58mm

TPL-A6S-E6C50
50W
1758x50x58mm

TPL-A6S-E8C70
70W
2438x50x58mm

Product Name: Product Name:

Technical data Technical data

TPL-A6S-U4C40
40W
4FT
BLE Mesh 
110Lm/W/ 130Lm/W
AC100-277V
Grille/ Prism PMMA/ Frosted PC
80°/ 90°/ 110°
3000K~6500K
1%-100%
>80
0.9
-20°C~40°C
5 years
UL, DLC
Surface/ Suspension/ Wall Mount
I-shape/ L-shape/ T-shape/＋-shape

TPL-A6S-E4C40
40W
1173x50x58mm
BLE Mesh 
110Lm/W/ 125Lm/W
AC100-240V
Grille/ Prism PMMA/ Frosted PC
80°/ 90°/ 110°
3000K~6500K
1%-100%
>80
0.9
-20°C~40°C
5 years
CE, RoHS
Surface/ Suspension/ Wall Mount
I-shape/ L-shape/ T-shape/＋-shape

 Model:
Power:

 Dimension:
Communication:

Efficacy:
Input Voltage:

Optical Fitting:
Beam Angle:

CCT:
Brightness:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

 Model:
Power:

 Dimension:
Communication:

Efficacy:
Input Voltage:

Optical Fitting:
Beam Angle:

CCT:
Brightness:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

Smart TP- A6PRO Linear Light - U Smart TP- A6PRO Linear Light - E

White WhiteSilver SilverBlack Black

P I R Daylight SensorP I R Daylight Sensor P I R Daylight SensorP I R Daylight Sensor

BLE Mesh
T-Smart Control-Ready 

BLE Mesh
T-Smart Control-Ready 

RoHS
COMPLIANT
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Topband smart backlit flat panel light with slim design 
displays a clean, versatile style. Bluetooth mesh smart 
controlled tunable white panel light offer a new lighting 
solution. It is typically used with 1x4, 2x2 and 2x4 light 
fixtures. Recessed/ Suspension.

The enhanced optics with backlit technology provides a low 
glare and high uniformity excellent efficiency. Backlit panel 
light has a longer lifespan and good resistance. It is the ideal 
replacement for fluorescent fixtures. 

Smart Backlit Flat 
Panel Light - U

P I R Daylight SensorP I R Daylight Sensor

TPTMPD14FLB-36WA
36W
1x4FT
BLE Mesh
125Lm/W
AC100-277V
120°
1%-100%
Adjustable: 3000K~ 6500K; Optional: 3500K/ 4000K/ 5000K 
>80
0.9
-20°C~40°C
5 years
UL, DLC
Recessed/ Suspension 

TPTMPD22FLB-36WA 
36W
2x2FT

TPTMPD24FLB-50WA
50W
2x4FT

 Model:
Power:

Dimension:
Communication:

Efficacy:
Input Voltage:

Beam Angle:
Brightness:

CCT:
CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Smart Backlit Flat Panel Light - UProduct Name:

Technical data

Topband smart backlit flat panel light with slim design 
displays a clean, versatile style. Bluetooth mesh smart 
controlled tunable white panel light offer a new lighting 
solution. It is typically used with 1x4, 2x2 and 2x4 light 
fixtures. Recessed/ Suspension.

The enhanced optics with backlit technology provides a 
low glare and high uniformity excellent efficiency. Backlit 
panel light has a longer lifespan and good resistance. It is 
the ideal replacement for fluorescent fixtures. 

Smart Backlit Flat 
Panel Light - E 

P I R Daylight SensorP I R Daylight Sensor

TPTMPD14FMB-36WE
36W
1195x295x40mm
BLE Mesh
115Lm/W/ 125Lm/W
AC100-240V
120°
1%-100%
Adjustable: 3000K~ 6500K; Optional: 3500K/ 4000K/ 5000K 
>80
0.9
-20°C~40°C
5 years
CE, RoHS
Recessed/ Suspension 

TPTMPD22FMB-36WE
36W
595x595x40mm

TPTMPD24FMB-50WE
50W
1195x595x40mm

Model: 
Power:

Dimension:
Communication:

Efficacy:
Input Voltage:

Beam Angle:
Brightness:

CCT:
CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Smart Backlit Flat Panel Light - EProduct Name:

Technical data

BLE Mesh
T-Smart Control-Ready 

BLE Mesh
T-Smart Control-Ready 

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREERoHS

COMPLIANT

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE
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Smart AirTune 
Troffer Light - U

Topband smart troffer light is designed to elevate your 
commercial space's lighting experience, this troffer 
light offers exceptional performance and versatility. 
With its advanced features and energy-efficient design. 
Recessed/ Suspension.

High efficacy LED light delivers energy savings and low 
maintenance compared to traditional sources. It serves 
as the ideal solution for illuminating offices, centers, 
garages, and more, providing both functionality and 
style. 

P I R Daylight SensorP I R Daylight Sensor

TPTMTR14FLB-36WA
36W
125Lm/W
1X4FT
Adjustable:3000K~ 6500K; Optional: 3500K/ 4000K/ 5000K
BLE Mesh 
AC100-277V
120°
1%-100%
>80
0.9
-20°C~40°C
5 years
UL, DLC
Recessed/ Suspension 

TPTMTR22FLB-36WA
36W
125Lm/W
2x2FT

TPTMTR24FLB-50WA
50W
125Lm/W
2x4FT

TPTMTR22DFLB-26WA
26W
145Lm/W
2X2FT

 Model:
Power:

Efficacy:
Dimension:

CCT:
Communication:

Input Voltage:
Beam Angle:

Brightness:
CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
Installation:

Smart AirTune Troffer Light - UProduct Name:

Technical data

Topband indirect panel light comes in different styles to 
reduce visual discomfort. 

It provides instant, bright light with no buzzing or flickering. 
Seamless dimming capabilities, 1%-100%. Single white and 
tunable white optional. Recessed/ Suspension.

A perfect solution for new construction and renovating 
projects. Widely used in meeting rooms, offices, hospitals, 
schools, supermarkets, and so on. 

Smart Indirect 
Panel Light - E

P I R Daylight SensorP I R Daylight Sensor

TPTMTPD22CFMB-36WE
36W
110Lm/W
595x595x42mm
Adjustable:3000K~ 6500K; Optional: 3000K/ 4000K/ 5000K/ 6500K
BLE Mesh 
AC100-240V
110°
1%-100%
>80
0.9
-20°C~40°C
5 years
CE, RoHS
Recessed/ Suspension 

 Model:
Power:

Efficacy:
Dimension:

CCT:
Communication:

Input Voltage:
Beam Angle:

Brightness:
CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Smart Indirect Panel Light- EProduct Name:

Technical data

BLE Mesh
T-Smart Control-Ready 

BLE Mesh
T-Smart Control-Ready 

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREERoHS

COMPLIANT



60 61

Smart HighLux 
Wrap Light - U

The small profile LED HighLux Wrap Light is a popular 
linear light solution for traditional fluorescent light. 
Embedded smart sensor to save more energy. The 
low-profile and linear HighLux LED Wrap Light offers 
superior light output in a maintenance free fixture. 

With a durable metal frame, and a glare free, frosted 
lens, you can install these fixtures to replace traditional 
metal halide and linear fluorescent systems. No flicker. 
Ideal for general lighting applications such as open 
office, schools, healthcare, and retail. 

P I R Daylight SensorP I R Daylight Sensor

TPTMCT2DFLB-20WA
20W
2FT
135Lm/W
BLE Mesh 
120°
Adjustable:3000K~6500K； Optional: 3500K/ 4000K/ 5000K
1%-100%
AC100-277V
>80
0.9
-20°C~40°C
5 years
UL, DLC
Suspension/ Surface 

TPTMCT4DFLB-20WA
20W
4FT

TPTMCT4DFLB-26WA
26W
4FT

TPTMCT4DFLB-40WA
40W
4FT

 Model:
Power:

Dimension:
Efficacy:

Communication:
Beam Angle:

CCT:
Brightness:

Input Voltage:
CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
Installation:

Smart HighLux Wrap Light - UProduct Name:

Technical data

Smart HighLux 
Wrap Light - E

The small profile LED HighLux Wrap Light is a popular 
linear light solution for traditional fluorescent light. 
Embedded smart sensor to save more energy. The 
low-profile and linear HighLux LED Wrap Light offers 
superior light output in a maintenance free fixture. 

With a durable metal frame, and a glare free, frosted 
lens, you can install these fixtures to replace traditional 
metal halide and linear fluorescent systems. No flicker. 
Ideal for general lighting applications such as open 
office, schools, healthcare, and retail. 

P I R Daylight SensorP I R Daylight Sensor

TPECTLN4DFMC-40WB
40W
1197x144x71mm
135Lm/W
BLE Mesh 
120°
Adjustable: 3000K~6500K； Optional: 3500K/ 4000K/ 5000K
1%-100%
AC100-240V
>80
0.9
-20°C~40°C
5 years
CE, RoHS
Suspension/ Surface 

TPECTLN5DMA-50WB
50W
1497x144x71mm

 Model:
Power:

Dimension:
Efficacy:

Communication:
Beam Angle:

CCT:
Brightness:

Input Voltage:
CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
Installation:

Smart HighLux Wrap Light - EProduct Name:

Technical data

BLE Mesh
T-Smart Control-Ready 

BLE Mesh
T-Smart Control-Ready 

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREERoHS

COMPLIANT

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE
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Topband smart triproof LED Light is waterproof 
dustproof and damp-proof with IP65, IK10 
protection. It provides a professional-grade 
smart lighting solution to the many challenging 
environments which requires illumination. 
Smart function ensures the higher energy 
efficiency and convenience. 

TPS-J6AS-10W-118
10W
678x65x70mm
BLE Mesh
AC220-240V
150Lm/W
4000K/ 6500K
120°
>80
Ik10
IP65
-20°C~ 40℃
5 years
CE, RoHS, CB, GS, Reach
Surface/ Chain Suspension/ Wall Mount

TPS-J6AS-18W-218
18W
678x95x70mm

TPS-J6AS-32W-236
32W
1287x95x70mm

TPS-J6AS-46W-158
46W
1587x65x70mm

TPS-J6AS-58W-258
58W
1587x95x70mm

TPS-J6AS-26W-136
26W
1287x65x70mm

 Model:
Power:

 Dimension:
Communication:

Input Voltage:
Efficacy:

CCT:
Beam Angle:

CRI:
IK:
IP:

Operating Temp: 
Lifetime:

Certificate:
Installation:

 Smart TPS-J6AS Triproof Light - EProduct Name:

Technical data

Ra
>80

Flicker
FREE YEAR5

WARRANTY

Smart TPS-J6AS 
Triproof Light-E

IP65
Hrs
50, 000CBRoHS

COMPLIANT Reach

P I R
Daylight Sensor

BUILT-IN MICROWAVE

Daylight Sensor

TPS-YL30S-10W/ 20W-678
10W/ 20W
678x80x76mm
BLE Mesh
AC220-240V
130Lm/W/ 160Lm/W
3000K/ 4000K/ 5000K/ 5700K/ 6500K
120°
>80
Ik08
IP66
-20°C~ 40℃
5 years
CE, RoHS, CB, SAA, UKCA, GS
Surface/ Chain Suspension/ Wall Mount

TPS-YL30S-20W/ 40W-1238
20W/ 40W
1238x80x76mm

TPS-YL30S-30W/ 60W-1538
30W/ 60W
1538x80x76mm

TPS-YL30S-35W/ 70W-1838
35W/ 70W
1838x80x76mm

Model: 
Power:

 Dimension:
Communication:

Input Voltage:
Efficacy:

CCT:
Beam Angle:

CRI:
IK:
IP:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Smart TPS-YL30S Triproof Light - EProduct Name:

Reliable LED technology- maintenance. Diffuser 
with optical design ensures visual comfort. 
Cable through for easy and quick installation. 
Ceiling-mounted brackets and suspension 
hooks included. High efficiency up to 160Lm/W 
for option. PCB Layout: Single-row LED module/ 
Double-row LED module.

Technical data

Ra
>80 YEAR5

WARRANTY

Smart TPS-YL30S 
Triproof Light-E

Hrs
50, 000

Flicker
FREEIP66CBRoHS

COMPLIANT

Power Adjustable

CCT Adjustable

BLE Mesh
T-Smart Control-Ready 

BLE Mesh
T-Smart Control-Ready 

P I R
Daylight Sensor

BUILT-IN MICROWAVE

Daylight Sensor
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Topand smart LED strip light is the fixture with 
small size but high performance for general lighting 
purpose. It features the concise dimension but high 
lumen output for wide application. 

It is deigend to maximize energy savings for the 
workshop, storage, parking garage application. 
Smart control function makes it more outstanding 
than any other fixtures. 

Smart TPZ-Z1 
Strip Light - U

P I R Daylight SensorP I R Daylight Sensor

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE

TPZ-Z1S-U4C24
24W
4FT
130Lm/W
BLE Mesh 
Adjustable: 3000K-4000K-5000K; Optional: 3000K/ 3500K/ 4000K/ 45000K/ 5000K
1%-100%
AC100-277V
>80
0.9
-20°C~53°C
50, 000Hrs
ETL, DLC
Suspension/ Surface 

TPZ-Z1S-U8C4060
40-50-60W
8FT
130Lm/W
BLE Mesh 
Adjustable: 3000K-4000K-5000K; Optional: 3000K/ 3500K/ 4000K/ 45000K/ 5000K
1%-100%
AC100-277V
>80
0.9
-20°C~53°C
50, 000Hrs
ETL, DLC
Suspension/ Surface 

TPZ-Z1S-U8C80
80W
8FT

TPZ-Z1S-U8C6080
60-70-80W
8FT

 Model:
Power:

Dimension:
Efficacy:

Communication:
CCT:

Brightness:
Input Voltage:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
Installation:

 Model:
Power:

Dimension:
Efficacy:

Communication:
CCT:

Brightness:
Input Voltage:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
Installation:

Smart TPZ-Z1 Strip Light - U Smart TPZ-Z1 Strip Light - UProduct Name: Product Name:

Technical data Technical data

BLE Mesh
T-Smart Control-Ready 

TPZ-Z1S-U4C40
40W
4FT

TPZ-Z1S-U4C2040
20-30-40W
4FT

TPZ-Z1S-U8C60
60W
8FT
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Topband Smart TPH-Y012 HighBay Light light with 
resistant fixture is designed for easy and safe installation; 
Die-casting technology by DC 12, excellent thermal 
management, reduce the temperature difference and 
ensure the lumen depreciation. Smart lighting control: 
microwave sensor, PIR sensor, BLE Mesh etc. 1-10V/ DALI 
Dimming. 

Multiple mounting options for a variety of applications, 
Pendant, loop; High strength polycarbonate lens, achieve 
IK 08, Anti-UV, transmittance > 94%. Built with high quality 
LED driver, provides at least 50, 000 hours of lifetime. 

Smart TPH-Y012 
Highbay Light 

P I R Daylight SensorP I R Daylight Sensor

CB Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE IP65RoHS

COMPLIANT

TPH-Y012S-L100W
100W
Ø310x160mm
BLE Mesh
AC100-277V
130Lm/W/ 150Lm/W/ 170Lm/W/ 190Lm/W
60°/ 90°/ 120°
3000K/ 4000K/ 5000K/ 5700K/ 6500K
>80
0.95
IK08
IP65
-35°C~ 50℃
5 years
ETL, CE, RoHS, CB, SAA
Chain Mount/ Hook Mount/ Suspension

TPH-Y012S-L150W
150W
Ø336x166mm

TPH-Y012S-L200W
200W
Ø390x170mm

TPH-Y012S-L240W
240W
Ø390x170mm

TPH-Y012S-L300W
300W
Ø425x185mm

Model: 
Power:

 Dimension:
Communication:

Input Voltage:
Efficacy:

Beam Angle:
CCT:
CRI:
PF:
IK:
IP:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Smart TPH-Y012 Highbay LightProduct Name:

Technical data

BLE Mesh
T-Smart Control-Ready 

BLE Mesh
T-Smart Control-Ready 

Topband Smart TPH-Y008 HighBay Light Light with resistant 
fixture is designed for easy and safe installation. Die-casting 
technology by DC 12, excellent thermal management, 
reduce the temperature difference and ensure the lumen 
depreciation. Smart lighting control: microwave sensor, PIR 
sensor, BLE Mesh etc. 1-10V/ DALI Dimming. 

Multiple mounting options for a variety of applications, 
Pendant, loop. High strength polycarbonate lens, achieve IK 
08, Anti-UV, transmittance > 94%. Top brand LED chip and 
driver, ensure the product quality and lifetime. 

Smart TPH-Y008 
Highbay Light 

P I R Daylight SensorP I R Daylight Sensor

CB Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE IP65

TPH-Y008S-L100W
100W
Ø310x150mm
BLE Mesh
AC100-277V
130Lm/W/ 150Lm/W/ 170Lm/W/ 190Lm/W
60°/ 90°/ 120°
3000K/ 4000K/ 5000K/ 5700K/ 6500K
>80
0.95
IK08
IP65
-35°C~50℃
5 years
ETL, CE, RoHS, CB, SAA
Chain Mount/ Hook Mount/ Suspension

TPH-Y008S-L150W
150W
Ø336x156mm

TPH-Y008S-L200W
200W
Ø390x160mm

TPH-Y008S-L240W
240W
Ø425x175mm

Model: 
Power:

 Dimension:
Communication:

Input Voltage:
Efficacy:

Beam Angle:
CCT:
CRI:
PF:
IK:
IP:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Smart TPH-Y008 Highbay LightProduct Name:

Technical data

RoHS
COMPLIANT
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Non-intelligent 
Commercial Lighting 
Products
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TP-B5PRO 
Linear Light - U 

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE

White Silver Black

The fixture adopts a modern and fashionable 
appearance design, showing different decorative 
effects and creating a beautiful atmosphere for 
indoor fields. Various optic cover avilable, seamless 
connection supports different shape. 

30% Up

70% Down100% Down

CCT adjustable

TP-B5PRO 
Linear Light - E 

White Silver Black

The fixture adopts a modern and fashionable 
appearance design, showing different decorative 
effects and creating a beautiful atmosphere for 
indoor fields. Various optic cover avilable, seamless 
connection supports different shape. 

30% Up

70% Down100% Down

CCT adjustable

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREERoHS

COMPLIANT

Product Name:

Technical data

TPL-B5-U4C26
40W/ 40-35-30W
4FT
BLE Mesh 
100Lm/W/ 120Lm/W/ 130Lm/W/ 160Lm/W
AC100-277V
UGR<19; UGR<25
Grille + PS/ PC/ PS/ Prismatic + PS/ Honey Comb +PS/ PMMA Lens
80°/ 90°/ 110° /Down 60°
3000K-3500K-4000K-4500K-5000K
1%-100%
>80
0.9
-20°C~40°C
5 years
DLC, UL
Suspension/ Surface/ Recessed/ Wall Mount
I-shape/ L-shape/ T-shape/＋-shape/ Y-shape

 Model:
Power:

 Dimension:
Communication:

Efficacy:
Input Voltage:

UGR:
Optical Fitting:

Beam Angle:
CCT:

Brightness:
CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

TP- B5PRO Linear Light - U Product Name:

Technical data

TPL-B5-E4C40
40W/ 40-35-30W
1198x50x73mm 
BLE Mesh 
100Lm/W/ 120Lm/W/ 130Lm/W/ 160Lm/W
AC100-240V
UGR<19; UGR<25
Grille + PS/ PC/ PS/ Prismatic + PS/ Honey Comb +PS/ PMMA Lens
80°/ 90°/ 110° /Down 60°
3000K-3500K-4000K-4500K-5000K
1%-100%
>80
0.9
-20°C~40°C
5 years
CE, RoHS
Suspension/ Surface/ Recessed/ Wall Mount
I-shape/ L-shape/ T-shape/＋-shape/ Y-shape

 Model:
Power:

 Dimension:
Communication:

Efficacy:
Input Voltage:

UGR:
Optical Fitting:

Beam Angle:
CCT:

Brightness:
CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

TP- B5PRO Linear Light - E

TPL-B5-E5C50
50W/ 50-45-40W
1498x50x73mm

TPL-B5-E8C70
70W/ 70-60-50W
2398x50x73mm

TPL-B5-E6C50
50W/ 50-45-40W
1798x50x73mm

TPL-B5-U6C50
50W/ 50-45-40W
6FT

TPL-B5-U8C70
70W/ 70-60-50W
8FT

Wattage adjustable Wattage adjustable
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TP-B7PRO 
Linear Light - U

Topband B7PRO linear light boasts beautiful 
appearance, delicate light and strong functinality. 
Smooth and soft lighting effect, no dark dot or 
shadow at the lighting area.

White Silver Black

30% Up

70% Down100% Down

CCT adjustable

Wattage adjustable

TPL-B7-U8C70
70W/ 70-60-50W
8FT

Product Name:

Technical data

TPL-B7-U4C40
40W/ 40-35-30W
4FT
100Lm/W/ 120Lm/W/ 130Lm/W/ 160Lm/W
AC100-277V
UGR<19
Grille + PS/ PC/ PS/ Prismatic + PS/ Honey Comb +PS/ PMMA Lens
Single Polarized 20°/ Double Polarized 25°/ Down 30°/ Down 60°/ 80°/ 90°/ 110° 
3000K-3500K-4000K-4500K-5000K
1%-100%
>80
0.9
-20°C~40°C
5 years
DLC, UL
Suspension/ Surface/ Recessed/ Wall Mount
I-shape/ L-shape/ T-shape/＋-shape/ Y-shape

 Model:
Power:

 Dimension:
Efficacy:

Input Voltage:
UGR:

Optical Fitting:
Beam Angle:

CCT:
Brightness:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

TP- B7PRO Linear Light - U

TP-B7PRO 
Linear Light - E 

Topband B7PRO linear light boasts beautiful 
appearance, delicate light and strong functinality. 
Smooth and soft lighting effect, no dark dot or 
shadow at the lighting area.

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREERoHS

COMPLIANT

White Silver Black

30% Up

70% Down100% Down

CCT adjustable

Wattage adjustable

Product Name:

Technical data

TPL-B7-E4C40
40W/ 40-35-30W
1198x70x73mm
100Lm/W/ 120Lm/W/ 130Lm/W/ 160Lm/W
AC100-240V
UGR<19
Grille + PS/ PC/ PS/ Prismatic + PS/ Honey Comb +PS/ PMMA Lens
Single Polarized 20°/ Double Polarized 25°/ Down 30°/ Down 60°/ 80°/ 90°/ 110° 
3000K-3500K-4000K-4500K-5000K
1%-100%
>80
0.9
-20°C~40°C
5 years
CE, RoHS
Suspension/ Surface/ Recessed/ Wall Mount
I-shape/ L-shape/ T-shape/＋-shape/ Y-shape

 Model:
Power:

 Dimension:
Efficacy:

Input Voltage:
UGR:

Optical Fitting:
Beam Angle:

CCT:
Brightness:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

TP- B7PRO Linear Light - E

TPL-B7-E5C50
50W/ 50-45-40W
1498x70x73mm

TPL-B7-E6C50
50W/ 50-45-40W
1798x70x73mm

 

TPL-B7-E8C70
70W/ 70-60-50W
2398x70x73mm

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE

TPL-B7-U6C50
50W/ 50-45-40W
6FT
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TP-A6PRO 
Linear Light - E 

Topband TP-A6PRO Linear Light is an architectural 
linear lights for replacing traditional fluorescent lights in 
commercial applications. Available in multiple lengths 
4FT, 5FT, 6FT, 8FT, the linear light can be configured to 
meet a wide variety of needs. 

The StreamLine 6 Pro Linear series is designed with 
specialized 3 optional optics that deliver maximum 
lumens and conceal the LED light sources behind the 
lens to create a pleasing dimensional illumination. 0-10V 
dimmable. Pendant mounted or surface mounted. 
Optional up and down illumination. UGR<19 or UGR<25 
optional. Flicker-free standard. 

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREERoHS

COMPLIANT

White Silver Black

TP-A6PRO 
Linear Light - U 

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE

White Silver Black

Topband TP-A6PRO Linear Light is an architectural 
linear lights for replacing traditional fluorescent lights in 
commercial applications. Available in multiple lengths 4FT, 
6FT, 8FT, the linear light can be configured to meet a wide 
variety of needs. 

The StreamLine 6 Pro Linear series is designed with 
specialized 3 optional optics that deliver maximum lumens 
and conceal the LED light sources behind the lens to create 
a pleasing dimensional illumination. 0-10V dimmable. 
Pendant mounted or surface mounted. Optional up and 
down illumination.UGR<19 or UGR<25 optional. Flicker-free 
standard. 

30% Up

70% Down100% Down

30% Up

70% Down100% Down

CCT adjustable CCT adjustable

Wattage adjustable Wattage adjustable

TPL-A6-U6C50
50W/ 50-45-40W
6FT

TPL-A6-U8C50
70W/ 70-60-50W
8FT

TPL-A6-E5C50
50W/ 50-45-40W
1466x50x58mm

TPL-A6-E6C50
50W/ 50-45-40W
1758x50x58mm

TPL-A6-E8C70
70W/ 70-60-50W
2345x50x58mm

Product Name: Product Name:

Technical data Technical data

TPL-A6-U4C40
40W/ 40-35-30W
4FT
110Lm/W/ 130Lm/W
AC100-277V
UGR<19/ UGR<25
Grille/ Prism PMMA/ Frosted PC
80°/ 90°/ 110°
3000K/ 4000K/ 5000K
1%-100%
>80
0.9
-20°C~40°C
5 years
DLC, UL
Surface/ Suspension/ Wall Mount
I-shape/ L-shape/ T-shape/ ＋-shape

TPL-A6-E4C40
40W/ 40-35-30W
1173x50x58mm
110Lm/W/ 125Lm/W
AC100-240V
UGR<19/ UGR<25
Grille/ Prism PMMA/ Frosted PC
80°/ 90°/ 110°
3000K/ 4000K/ 5000K
1%-100%
>80
0.9
-20°C~40°C
5 years
CE, RoHS
Surface/ Suspension/ Wall Mount
I-shape/ L-shape/ T-shape/ ＋-shape

 Model:
Power:

 Dimension:
Efficacy:

Input Voltage:
UGR:

Optical Fitting:
Beam Angle:

CCT:
Brightness:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

 Model:
Power:

 Dimension:
Efficacy:

Input Voltage:
UGR:

Optical Fitting:
Beam Angle:

CCT:
Brightness:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

TP- A6PRO Linear Light - U TP- A6PRO Linear Light - E
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TPL-A2-U4C36
40W
1150x50x60mm
90Lm/W±10％
<16
Reflector
60°/ 80°
AC100-277V
 3000K/ 4000K/ 5000K/ 6500K
>80
5 years
DLC, UL
Suspension/ Surface
I-shape/ L-shape, Y-shape/       -shape/ V-shape/ T-shape/ ＋-shape

TPL-A2-U4C40
24W/ 30W/ 36W
1150x70x60mm
130Lm/W±10％
<19
Lens
30°/ 60°/ 90°/ Single Polarized 20°/ Double Polarized 20°

Model:
 Power:

 Dimension:
Efficacy:

UGR:
Optical Fitting:

Beam Angle:
Input Voltage:

CCT:
CRI:

Lifetime:
Certificate:

 Installation:
Connecting Shape:

TP-A2PRO Linear LightProduct Name:

Technical data

UGR<16 UGR<19
Ra
>80 YEAR5

WARRANTY

TP-A2PRO 
Linear Light - U

Topband TP-A2PRO Linear Light uses secondary 
light distribution technology, provides high-quality 
and anti-glare lens. The finish adopts color coated 
plate roller pressing process. 

It is a great option for schools, commercial, office, 
hotel, exhibition, high-speed rail station, airport 
and other high-demand places, bringing you the 
most comfortable environment all the time. 

White Black

Hrs
30, 000

Flicker
FREE

TPL-A2-E4C36
36W
1150x50x60mm
90Lm/W±10％
<16
Reflector
60°/ 80°
AC220-240V
 3000K/ 4000K/ 5000K/ 6500K
>80
5 years
CE, CB
Suspension/ Surface
I-shape/ L-shape, Y-shape/       -shape/ V-shape/ T-shape/ ＋-shape

TPL-A2-E4C40
24W/ 30W/ 36W
1150x70x60mm
130Lm/W±10％
<19
Lens
30°/ 60°/ 90°/ Single Polarized 20°/ Double Polarized 20°

Model:
 Power:

 Dimension:
Efficacy:

UGR:
Optical Fitting:

Beam Angle:
Input Voltage:

CCT:
CRI:

Lifetime:
Certificate:

 Installation:
Connecting Shape:

TP-A2PRO Linear LightProduct Name:

Technical data

CB UGR<16 UGR<19
Ra
>80 YEAR5

WARRANTY

TP-A2PRO 
Linear Light - E

Topband TP-A2PRO Linear Light uses secondary 
light distribution technology, provides high-quality 
and anti-glare lens. The finish adopts color coated 
plate roller pressing process. 

It is a great option for schools, commercial, office, 
hotel, exhibition, high-speed rail station, airport 
and other high-demand places, bringing you the 
most comfortable environment all the time. 

White Black

Hrs
30, 000

Flicker
FREE
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TPL-A3-E4C30
30W
1200x35x70mm
>90Lm/W±10％
UGR<13
15°/ 24°/ 36°/ 45°
AC220-240V
3000K/ 4000K/ 5000K/ 6500K
>80
Grille+Lens
5 years
CE, CB
Suspension/ Surface
I-shape/ L-shape, Y-shape/       -shape/ V-shape/ T-shape/ ＋-shape

TPL-A3-E4C36
36W

TPL-A3-E4C40
40W

Model:
 Power:

 Dimension:
Efficacy:

UGR:
Beam Angle:

Input Voltage:
CCT:
CRI:

Optical Fitting:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

TP-A3PRO Linear Light - EProduct Name:

Technical data

CB UGR<13 UGR<23
Ra
>80 YEAR5

WARRANTY

TP-A3PRO 
Linear Light - E

Topband TP-A3PRO LED linear lighting offer a 
wide range of profile lengths, bespoke shapes, 
colours, and mounting options, making them the 
perfect solutions for architectural lighting and 
contemporary commercial projects. 

With the range covering everything from LED 
recessed lighting to surfaced mounted linear 
lights, the limits are only as broad as your 
imagination. 

White Black

Hrs
30, 000

Flicker
FREE

TPL-A3-U4C30
30W
1200x35x70mm
>90Lm/W±10％
UGR<13
15°/ 24°/ 36°/ 45°
AC100-277V
3000K/ 4000K/ 5000K/ 6500K
>80
Grille+Lens
5 years
DLC, UL
Suspension/ Surface
I-shape/ L-shape, Y-shape/       -shape/ V-shape/ T-shape/ ＋-shape

TPL-A3-U4C36
36W

TPL-A3-U4C40
40W

Model:
 Power:

 Dimension:
Efficacy:

UGR:
Beam Angle:

Input Voltage:
CCT:
CRI:

Optical Fitting:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

TP-A3PRO Linear Light - UProduct Name:

Technical data

UGR<13 UGR<23
Ra
>80 YEAR5

WARRANTY

TP-A3PRO 
Linear Light - U

Topband TP-A3PRO LED linear lighting offer a 
wide range of profile lengths, bespoke shapes, 
colours, and mounting options, making them the 
perfect solutions for architectural lighting and 
contemporary commercial projects. 

With the range covering everything from LED 
recessed lighting to surfaced mounted linear 
lights, the limits are only as broad as your 
imagination. 

White Black

Hrs
30, 000

Flicker
FREE
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TPL-A5-U4C40
40W
UGR<16/ UGR<13
Grille/ Honey Comb
4000K
1150x50x72mm/ 1150x70x72mm
90Lm/W±10％
AC100-277V
120°
>80
UP/ Down Lighting
5 years
DLC, UL
Suspension/ Surface
I-shape/ L-shape, Y-shape/       -shape/ V-shape/ T-shape/ ＋-shape

TPL-A5-U4C30/ TPL-A5-U4C40
30W/ 40W
UGR<16/ UGR<13
Grille/ Honey Comb
3000K/ 4000K/ 5000K/ 6500K

 Model:
Power:

 UGR:
Optical Fitting:

CCT:
Dimension:

Efficacy:
Input Voltage:

Beam Angle:
CRI:

Lighting Mode:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

TP-A5PRO Linear Light - UProduct Name:

Technical data

UGR<13 UGR<16
Ra
>80 YEAR5

WARRANTY

TP-A5PRO 
Linear Light - U

Hrs
30, 000

Flicker
FREE

White Black

Topband TP-A5PRO Linear Light adopts high-end 
aluminum profile and frosted finish. It supports 
the up and down light. Honeycomb, grille cover 
available. Soft light to protect eyes. 

It's perfect for commercial lighting, warehouse 
lighting, parking garage lighting, supermarket 
lighting. 

30% Up

70% Down100% Down

TPL-A5-E4C40
40W
UGR<16/ UGR<13
Grille/ Honey Comb
4000K
1150x50x72mm/ 1150x70x72mm
90Lm/W±10％
AC220-240V
120°
>80
UP/ Down Lighting
5 years
CE, CB
Suspension/ Surface
I-shape/ L-shape, Y-shape/       -shape/ V-shape/ T-shape/ ＋-shape

TPL-A5-E4C30/ TPL-A5-E4C40
30W/ 40W
UGR<16/ UGR<13
Grille/ Honey Comb
3000K/ 4000K/ 5000K/ 6500K

 Model:
Power:

 UGR:
Optical Fitting:

CCT:
Dimension:

Efficacy:
Input Voltage:

Beam Angle:
CRI:

Lighting Mode:
Lifetime:

Certificate:
 Installation:

Connecting Shape:

TP-A5PRO Linear Light - EProduct Name:

Technical data

CB UGR<13 UGR<16
Ra
>80 YEAR5

WARRANTY

TP-A5PRO 
Linear Light - E

Hrs
30, 000

Flicker
FREE

White Black

Topband TP-A5PRO Linear Light adopts high-end 
aluminum profile and frosted finish. It supports 
the up and down light. Honeycomb, grille cover 
available. Soft light to protect eyes. 

It's perfect for commercial lighting, warehouse 
lighting, parking garage lighting, supermarket 
lighting. 

30% Up

70% Down100% Down
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TPL-A7-E4C40
40W
4000K
Down Lighting; Up/ Down Lighting
Prismatic/ PS/ PC
1200x50x72mm/ 1200x70x72mm
130Lm/W±10％
AC220-240V
<23
120°
>80
5 years
CE, CB
Suspension/ Surface
I-shape/ L-shape, Y-shape/       -shape/ V-shape/ T-shape/ ＋-shape

TPL-A7-E4C40
40W
3000K/ 4000K/ 5000K/ 6500K

Model:
 Power:

CCT:
Lighting Mode:
Optical Fitting:

 Dimension:
Efficacy:

Input Voltage:
UGR:

Beam Angle:
CRI:

Lifetime:
Certificate:

 Installation:
Connecting Shape:

TP-A7PRO Linear Light - EProduct Name:

Technical data

CB UGR<23
Ra
>80 YEAR5

WARRANTY

TP-A7PRO 
Linear Light - E

Hrs
30, 000

Flicker
FREE

White Black

Topband TP-A7PRO Linear Light is made of high-
end aluminum profiles and frosted finish which 
provides good corrosion resistance. Prism, PS 
and PC cover selectable. 

The down or up & down lighting is able to 
illuminate the ceilings properly and particularly 
welcomed for architectural applications that opt 
for a bright and clean ceiling. 

30% Up

70% Down100% Down

TPL-A7-U4C40
40W
4000K
Down Lighting; Up/ Down Lighting
Prismatic/ PS/ PC
1200x50x72mm/ 1200x70x72mm
130Lm/W±10％
AC100-277V
<23
120°
>80
5 years
DLC, UL
Suspension/ Surface
I-shape/ L-shape, Y-shape/       -shape/ V-shape/ T-shape/ ＋-shape

TPL-A7-U4C40
40W
3000K/ 4000K/ 5000K/ 6500K

Model:
 Power:

CCT:
Lighting Mode:
Optical Fitting:

 Dimension:
Efficacy:

Input Voltage:
UGR:

Beam Angle:
CRI:

Lifetime:
Certificate:

 Installation:
Connecting Shape:

TP-A7PRO Linear Light - UProduct Name:

Technical data

UGR<23
Ra
>80 YEAR5

WARRANTY

TP-A7PRO 
Linear Light - U

Hrs
30, 000

Flicker
FREE

White Black

Topband TP-A7PRO Linear Light is made of high-
end aluminum profiles and frosted finish which 
provides good corrosion resistance. Prism, PS 
and PC cover selectable. 

The down or up & down lighting is able to 
illuminate the ceilings properly and particularly 
welcomed for architectural applications that opt 
for a bright and clean ceiling. 

30% Up

70% Down100% Down
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TPUBPD14TFLN-36WA
26-32-36W
1x4FT
125Lm/W
AC100-277V
120°
Adjustable: 3500K-4000K-5000K
1%-100%
>80
0.9
-20°C~40°C
5 years
DLC, UL
Recessed/ Suspension/ Surface 

TPUBPD22TFLN-36WA
26-32-36W
2x2FT

TPUBPD24TFLN-50WA
32-40-50W
2x4FT

 Model:
Power:

 Dimension:
Efficacy:

Input Voltage:
Beam Angle:

CCT:
Brightness:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:

 Backlit Flat Panel Light - UProduct Name:

Topband Backlit Flat LED Panel Light is a highly versatile 
luminaire designed to provide smooth lighting. It comes in 
2x2, 2x4 and 1x4 backlit light distribution for a shadowless 
and more evenly distributed effect. The enhanced optics 
with backlit technology produces a low glare and a 
consistence even illumination. Backlit panel light has a 
longer lifespan, good resistance to yellowing. Four types 
are designed: general 0-10V dimming, CCT adjustable type, 
wattage adjustable, CCT and wattage adjustable type. Power 
efficiency >0.87. 

Backlit Flat 
Panel Light - U

Technical data

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE

Black (CCT) : 3500- 4000- 5000K 
Red (PWR) : 26- 32- 36W

 32- 40- 50W 

Topband backlit flat LED panel light is a highly versatile 
luminaire designed to provide smooth lighting. It comes 
in 1195*595*35mm, 1195*395*35mm, 620*620*35mm 
and 595*595*35mm back lit light distribution for a 
shadowless and more evenly distributed effect. The 
enhanced optics with back lit technology produces a low 
glare and a consistence even illumination. Backlit panel 
light has a longer lifespan, good resistance to yellowing. 
CCT optional: 3500K-4000K-5000K. UGR<19 optional. 
Three types for option: non-dimmable, 0-10V dimmable, 
and DALI dimmable. 

Backlit Flat 
Panel Light - E 

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREERoHS

COMPLIANT

WW 3500K 

NW 4000K 

WH 5000K 

Product Name:

TPEBPD14NKB
24W/ 36W/ 40W
1195x395x35mm
100Lm/W/ 115Lm/W(UGR<19)/ 125Lm/W
AC220-240V
120°
Optional: 3500K/ 4000K/ 5000K; Adjustable: 3500K-4000K-5000K 
Non-dimmable/ DALI/ 0-10V
>80
0.9
-20°C~40°C
5 years
CE, RoHS
Recessed/ Suspension/ Surface 

Technical data

TPEBPD22NKB
24W/ 36W/ 40W
595x595x35mm/620x620x35mm

TPEBPD24NKB
48W
1195x595x35mm

Backlit Flat Panel Light - E

 Model:
Power:

 Dimension:
Efficacy:

Input Voltage:
Beam Angle:

CCT:
Brightness:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
 Installation:
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AirTune 
Troffer Light - U

Topband AirTune LED Troffer Light is low-profile (23.59") 
design that offers a clean, versatile style and volumetric 
distribution. High efficacy LED light delivers energy 
savings and low maintenance compared to traditional 
sources. CCT adjustable and wattage adjustable. The 
AirTune LED Troffer delivers soft, glare-free, ambient 
lighting in a popular center-basket design. The slimmer 
profile of the luminaire coupled with energy-saving. LED 
technology makes it ideal choice for new construction. 
Wattage adjustable: 26W-32W-40W, 32W-40W-50W, CCT 
adjustable: 3500K-4000K-5000K. 

TPATTR14TFLN-40WA
26-32-40W
1x4FT
AC100-277V
125Lm/W 
120°
Adjustable: 3500K-4000K-5000K
1%-100%
>80
0.9
-20°C~40°C
5 years
DLC, UL
Recessed/ Suspension/ Surface 

TPATTR22TFLN-40WA
26-32-40W
2x2FT

TPATTR24TFLN-50WA
32-40-50W
2x4FT

 Model:
 Power:

 Dimension:
Input Voltage:

Efficacy:
Beam Angle:

CCT:
Brightness:

CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
Installation:

AirTune Troffer Light - UProduct Name:

Technical data

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE

Black (CCT):  3500- 4000- 5000K 
Red (PWR):  26- 32- 40W

 32- 40- 50W 

Topband TPS-J6A Triproof Light adopts ABS, 
PC or PS cover. High light transmittance, no 
glare, more uniform and softer light. High 
quality LED driver and thermal management 
with illumination that lasts 50, 000 hours. The 
lens is a high-efficiency polycarbonate frosted 
diffuser is optically engineered to reduce glare 
and hotspots. 

TPS-J6A-10W-118
10W
678x65x70mm
AC220-240V
150Lm/W
120°
4000K/ 6500K
>80
Ik08
IP65
-20°C~ 40℃
5 years
CE, RoHS, CB, GS, Reach
Surface/ Chain Suspension/ Wall Mount

TPS-J6A-18W-218
18W
678x95x70mm

TPS-J6A-32W-236
32W
1287x95x70mm

TPS-J6A-46W-158
46W
1587x65x70mm

TPS-J6A-58W-258
58W
1587x95x70mm

TPS-J6A-26W-136
26W
1287x65x70mm

 Model:
Power:

 Dimension:
Input Voltage:

Efficacy:
Beam Angle:

CCT:
CRI:

IK:
IP:

Operating Temp: 
Lifetime:

Certificate:
Installation:

 TPS-J6A Triproof Light - EProduct Name:

Technical data

Ra
>80

Flicker
FREE YEAR5

WARRANTY

TPS-J6A 
Triproof Light - E

IP65
Hrs
50, 000CBRoHS

COMPLIANT Reach



88 89

TPS-YL30-10W/ 20W-678
10W/ 20W
678x80x76mm
AC220-240V
130Lm/W/ 160Lm/W
3000K/ 4000K/ 5000K/ 5700K/ 6500K
120°
>80
Ik08
IP66
-20°C~ 40℃
5 years
CE, RoHS, CB, EMC, SAA, UKCA, GS
Surface/ Chain Suspension/ Wall Mount

TPS-YL30S20W/ 40W-1238
20W/ 40W
1238x80x76mm

TPS-YL30-30W/ 60W-1538
30W/ 60W
1538x80x76mm

TPS-YL30-35W/ 70W-1838
35W/ 70W
1838x80x76mm

Model: 
Power:

 Dimension:
Input Voltage:

Efficacy:
CCT:

Beam Angle:
CRI:

IK:
IP:

Operating Temp:
Lifetime:

Certificate:
 Installation:

TPS-YL30 Triproof Light - EProduct Name:

Reliable LED technology- maintenance. Diffuser 
with optical design ensures visual comfort. 
Cable through for easy and quick installation. 
Ceiling-mounted brackets and suspension 
hooks included. High efficiency up to 160Lm/W 
for option. PCB Layout: Single-row LED module/ 
Double-row LED module.

Technical data

Ra
>80 YEAR5

WARRANTY

TPS-YL30
Triproof Light-E

Hrs
50, 000

Flicker
FREEIP66CBRoHS

COMPLIANT

Power adjustableCCT adjustable

Topband TPS-TLG2 Triproof Light is streamline

industrial design. Anti-UVPC for housing and 
diffuser. PC material could meet IKO8 and 750 
GWT requirement. Low Power consumption, 
high luminous efficiency. IP65 waterproof and 
dustproof. 

 Model: 
Power:

 Dimension:
Input Voltage:

Efficacy:
CCT:

Beam Angle:
CRI:

IK:
IP:

Operating Temp:
Lifetime:

Certificate:
 Installation:

 TPS-TLG2 Triproof Light - EProduct Name:

Technical data

CB Ra
>80 YEAR5

WARRANTY

TPS-TLG2 
Triproof Light-E

Hrs
50, 000

Flicker
FREEIP66

TPS-TLG2-10W-636
10W
565x60x60mm
AC220-240V
100Lm/W
4000K/ 6500K
120°
>80
Ik08
IP65
-20°C~ 40℃
5 years
CE, RoHS, CB, ENEC, UKCA
Surface/ Chain Suspension/ Wall Mount

TPS-TLG2-18W-636
18W
565x60x60mm

TPS-TLG2-18W-1176
18W
1170x60x60mm

TPS-TLG2-30W-1506
30W
1470x60x60mm

TPS-TLG2-36W-1176
36W
1170x60x60mm

TPS-TLG2-50W-1506
50W
1470x60x60mm

RoHS
COMPLIANT
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TPS-TPG3-20W-680
20W
662x102x85mm
AC220-240V
145Lm/W
3000K/ 6500K
120°
>80
Ik08
IP66
-20°C~40℃
5 years
CE, RoHS, CB, ENEC, UKCA
Surface/ Chain Suspension/ Wall Mount

TPS-TPG3-36W-1225
36W
1211x102x85mm

TPS-TPG3-48W-1225
48W
1211x102x85mm

TPS-TPG3-65W-1525
65W
1511x102x85mm

TPS-J6AS-75W-2407
75W
2395x102x85mm

TPS-J6AS-95W-2407
95W
2395x102x85mm

 Model:
Power:

 Dimension:
Input Voltage:

Efficacy:
CCT:

Beam Angle:
CRI:

IK:
IP:

Operating Temp:
Lifetime:

Certificate:
 Installation:

 TPS-TPG3 Triproof Light - UProduct Name:

Topband PS-TPG3 Triproof Light adopts one-
piece polycarbonate housing with one-piece 
polycarbonate lens and 304 stainless steel 
clips. Luminaire efficiency is up to 140 Im/ W. 
Supporting emergency, sensor, CCT adjustment 
functions. 

Technical data

CB Ra
>80 YEAR5

WARRANTY

TPS-TPG3 
Triproof Light-E

Hrs
50, 000

Flicker
FREEIP66RoHS

COMPLIANT

TPS-WPHS-9W-106
9W
660x70x78mm
AC220-240V
100Lm/W
3000K/ 4000K/ 6500K
120°
>80
Ik08
IP65
-20°C~ 40℃
5 years
CE, RCM
Surface/ Chain Suspension/ Wall Mount

TPS-WPHS-18W-112
18W
1260x70x78mm

TPS-WPHS-24W-115
24W
1560x70x78mm

TPS-WPHS-18W-206
18W
660x100x78mm

TPS-WPHS-36W-212
36W
1260x100x78mm

TPS-WPHS-50W-215
50W
1560x100x78mm

Model:
 Power:

 Dimension:
Input Voltage:

Efficacy:
CCT:

Beam Angle:
CRI:

IK:
IP:

Operating Temp:
Lifetime:

Certificate:
 Installation:

 TPS-WPHS Triproof Light - EProduct Name:

Topband TPS-WPHS Triproof Light supports 
DIP switch and 1-10V dimming. Low hazard, no 
UV or infrared rays, creating a healthy working 
environment. Energy-saving, led triproof light 
can save 85% energy compared to traditional 
lamps. Emergency function available. Options:
Microwave Sensor, Emergency, 1-10V Dimming, 
DALI.

Technical data

Ra
>80 YEAR5

WARRANTY

TPS-WPHS 
Triproof Light-E

Hrs
50, 000

Flicker
FREEIP65
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Topband TPS-T5AS Triproof Light are the heavy-
duty, super-bright alternative to traditional tube 
and strip light fixtures. It is dust tight as well 
as water and impact resistant for use in harsh 
environments. IP65 water-proof, dust-proof, 
IK08 pressure-proof. 

Ra
>80

Flicker
FREE YEAR5

WARRANTY

TPS-T5AS 
Triproof Light-E

IP65

TPS-T5AS-10W-114
10W
615x84.5x80mm
AC220-240V
120Lm/W
3000K/ 4000K/ 5700K/ 6500K
120°
>80
Ik08
IP65
-20°C~ 40℃
5 years
CE, RoHS, CB, GS, Reach
Surface/ Chain Suspension/ Wall Mount

TPS-T5AS-20W-214
20W
615x113x80mm

TPS-T5AS-20W-128
20W
1215x84.5x80mm

TPS-T5AS-40W-228
40W
1215x113x80mm

TPS-T5AS-40W-135
40W
1515x84.5x80mm

TPS-T5AS-40W-235
50W
1515x113x80mm

Model:
 Power:

 Dimension:
Input Voltage:

Efficacy:
CCT:

Beam Angle:
CRI:

IK:
IP:

Operating Temp: 
Lifetime:

Certificate:
Installation:

TPS-T5AS Triproof Light - EProduct Name:

Technical data

Hrs
50, 000CBRoHS

COMPLIANT Reach

TPS-T8HS-21W-106
21W
610x71x71mm
AC220-240V
120Lm/W
3000K/6500K
120°
>80
Ik08
IP65
-20°C~ 40℃
5 years
CE, RoHS, CB, GS, Reach
Surface/ Chain Suspension/ Wall Mount

TPS-T8HS-42W-112
42W
1210x71x71mm

TPS-T8HS-52W-115
52W
1500x71x71mm

Model: 
Power:

 Dimension:
Input Voltage:

Efficacy:
CCT:

Beam Angle:
CRI:

IK:
IP:

Operating Temp:
Lifetime:

Certificate:
 Installation:

 TPS-T8HS Triproof Light - EProduct Name:

Topband TPS-T8HS Triproof Light uses SMD 
2835 LED. Less maintenance, the fixtures are 
highly resistant to heavy impact, specially 
designed to withstand harsh conditions and 
require little maintenance. Energy-saving, led 
tri-proof light can save 83% energy compared 
to traditional lamps. Widely used in parking 
lots, subway stations, airports, ports, factories, 
tunnels and other humid environments. 

Technical data

TPS-T8HS 
Triproof Light-E

Ra
>80

Flicker
FREE YEAR5

WARRANTYIP65
Hrs
50, 000CBRoHS

COMPLIANT Reach
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TPZ-Z1 
Strip Light - U

Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE

TPZ-Z1-U4C24
24W
4FT
130Lm/W
3000K/ 3500K/ 4000K/ 45000K/ 5000K; 3000K-4000K-5000K
1%-100%
AC100-277V
>80
0.9
-20°C~53°C
5 years
ETL, DLC
Suspension/ Surface 

TPZ-Z1-U8C4060
40-50-60W
8FT
130Lm/W
3000K/ 3500K/ 4000K/ 45000K/ 5000K; 3000K-4000K-5000K
1%-100%
AC100-277V
>80
0.9
-20°C~53°C
5 years
ETL, DLC
Suspension/ Surface 

TPZ-Z1-U4C40
40W
4FT

TPZ-Z1-U4C2040
20-30-40W
4FT

TPZ-Z1-U8C80
80W
8FT

TPZ-Z1-U8C6080
60-70-80W
8FT

TPZ-Z1-U8C60
60W
8FT

 Model:
Power:

Dimension:
Efficacy:

CCT:
Brightness:

Input Voltage:
CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
Installation:

 Model:
Power:

Dimension:
Efficacy:

CCT:
Brightness:

Input Voltage:
CRI:
PF:

Operating Temp:
Lifetime:

Certificate:
Installation:

TPZ-Z1 Strip Light - U TPZ-Z1 Strip Light - UProduct Name: Product Name:

Technical data Technical data

Topband LED strip fixture is the ideal lighting solution as 
general lighting, low bay lighting, industrial lighting, and 
stairwell lighting solution. 

The multiple length and wattages allow this industrial 
strip fixture ideal for individual mount or continuous row 
applications for surface mount, Suspension, pendant 
mount installations.
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Topband TopSky Highbay light with a heavy design, which is in line 
with the aesthetics design. It could offer high performance and long 
life and ensure exceptional heat dissipation, resulting in a lamp 
lifespan of 60, 000 hours. 

A choice of three high-efficacy, 130Lm/W, 150Lm/W, 170Lm/W, and 
providing 4000K, 5000K, 5700K color temperature. It is ideal for 
applications such as warehouses and manufacturing facilities in 
southern climates, and industrial buildings that have demanding 
temperature requirements. 

TopSky 
Highbay Light 

P I R Daylight SensorP I R Daylight Sensor

CB Ra
>80

IK
08 YEAR5

WARRANTY
Hrs
60, 000

Flicker
FREE IP65

TPTSGS100DLA-100WJ
100W
Ø268x150mm
AC100-277V
130Lm/W/ 150Lm/W/ 170Lm/W
60°/ 90°/ 120°
Microwave Sensor/ PIR Sensor
4000K/ 5000K/ 5700K
70/ 80
0.9
IK08
IP65
-20°C~70°C(-4~158°F)
5 years

ETL， DLC， CB， SAA
Pendent Mount/ U-Bracket Mount

TPTSGS120DLA-120WJ
120W
Ø298x150mm

TPTSGS150DLA-150WJ
150W
Ø298x150mm

TPTSGS150DLA-200WJ
200W
Ø337x166mm

TPTSGS150DLA-240WJ
240W
Ø337x166mm

Model: 
Power:

 Dimension:
Input Voltage:

Efficacy:
Beam Angle:

Support:
CCT:
CRI:
PF:
IK:
IP:

Operating Temp:
Lifetime:

Certificate:
 Installation:

TopSky Highbay Light Product Name:

Technical data

Topband TPH-Y005 High Bay Light increase the industrial 
appearance, maximizes the heat dissipation area to achieve 
excellent thermal management. High performance and 
reputable brand led chips and driver. Clear polycarbonate 
lens with no risk of lamp breaking for safe industry 
applications. 1-10V/ DALI Dimming.

Optimized aluminum alloy housing design for superior 
thermal management. Instant light up with no warm up 
time; No cool down needed before restart. High mechanical 
impact resistance and ingress protection rating. Compact in 
size and easy for transportation. 

TPH-Y005 
Highbay Light 

P I R Daylight SensorP I R Daylight Sensor

CB Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE IP65

TPH-Y005-L100W
100W
Ø280x170mm
AC100-277V
150Lm/W
60°/ 90°/ 120°
Microwave Sensor/ PIR Sensor
3000K/ 4000K/ 5000K/ 5700K/ 6500K
>80
0.95
IK08
IP65
-35°C~ 50℃
5 years
ETL, CE, RoHS， CB， SAA
Chain Mount/ Hook Mount/ Suspension

TPH-Y005-L150W
150W
Ø330x180mm

TPH-Y005-L200W
200W
Ø350x200mm

TPH-Y005-L240W
240W
Ø350x200mm

Model: 
Power:

 Dimension:
Input Voltage:

Efficacy:
Beam Angle:

Support:
CCT:
CRI:
PF:
IK:
IP:

Operating Temp:
Lifetime:

Certificate:
 Installation:

TPH-Y005 Highbay LightProduct Name:

Technical data

RoHS
COMPLIANT
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Topband TPH-Y012 High Bay Light light with resistant 
fixture is designed for easy and safe installation; 
Die-casting technology by DC 12, excellent thermal 
management, reduce the temperature difference and 
ensure the lumen depreciation. 

Multiple mounting options for a variety of applications, 
Pendant, loop; High strength polycarbonate lens, achieve 
IK 08, Anti-UV, transmittance > 94%. Built with high quality 
LED driver, provides at least 50, 000 hours of lifetime. 

TPH-Y012 
Highbay Light 

P I R Daylight SensorP I R Daylight Sensor

CB Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE IP65RoHS

COMPLIANT

Topband TPH-Y008 High Bay Light Light with resistant 
fixture is designed for easy and safe installation. Die-casting 
technology by DC 12, excellent thermal management, 
reduce the temperature difference and ensure the lumen 
depreciation. 

Multiple mounting options for a variety of applications, 
Pendant, loop. High strength polycarbonate lens, achieve IK 
08, Anti-UV, transmittance > 94%. Top brand LED chip and 
driver, ensure the product quality and lifetime. 

TPH-Y008 
Highbay Light 

P I R Daylight SensorP I R Daylight Sensor

CB Ra
>80 YEAR5

WARRANTY
Hrs
50, 000

Flicker
FREE IP65

TPH-Y008-L100W
100W
Ø310x150mm
AC100-277V
130Lm/W/ 150Lm/W/ 170Lm/W/ 190Lm/W
60°/ 90°/ 120°
Microwave Sensor/ PIR Sensor
1-10V/ DALI Dimming
3000K/ 4000K/ 5000K/ 5700K/ 6500K
>80
0.95
IK08
IP65
-35°C~50℃
5 years
ETL, CE, RoHS, CB, SAA
Chain Mount/ Hook Mount/ Suspension

TPH-Y012-L100W
100W
Ø310x160mm
AC100-277V
130Lm/W/ 150Lm/W/ 170Lm/W/ 190Lm/W
60°/ 90°/ 120°
Microwave Sensor/ PIR Sensor
1-10V/ DALI Dimming
3000K/ 4000K/ 5000K/ 5700K/ 6500K
>80
0.95
IK08
IP65
-35°C~50℃
5 years
ETL, CE, RoHS, CB, SAA
Chain Mount/ Hook Mount/ Suspension

TPH-Y008-L150W
150W
Ø336x156mm

TPH-Y012-L150W
150W
Ø336x166mm

TPH-Y008-L200W
200W
Ø390x160mm

TPH-Y012-L200W
200W
Ø390x170mm

TPH-Y008-L240W
240W
Ø425x175mm

TPH-Y012-L240W
240W
Ø390x170mm

TPH-Y012-L300W
300W
Ø425x185mm

Model: 
Power:

 Dimension:
Input Voltage:

Efficacy:
Beam Angle:

Support:
Dimming:

CCT:
CRI:
PF:
IK:
IP:

Operating Temp:
Lifetime:

Certificate:
 Installation:

Model: 
Power:

 Dimension:
Input Voltage:

Efficacy:
Beam Angle:

Support:
Dimming:

CCT:
CRI:
PF:
IK:
IP:

Operating Temp:
Lifetime:

Certificate:
 Installation:

TPH-Y008 Highbay Light TPH-Y012 Highbay LightProduct Name: Product Name:

Technical data Technical data

RoHS
COMPLIANT
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Smart Home

Tporig
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Cloud Server

Tporig

Tporig, smart home control 
system, integrate smart control, 
smart lighting, smart security, 
smart environment and smart 
shading, creating simple and 
warm life. 

Tporig

Router Gateway

Linear
Spot Light

RGBCW 
Strip Light

Premium
Spot Light

Smart Pad Mini

CW
Spot Light

Smart Control

With logic setting in the smart system, all 
devices could be managed remotely and 
they could deal with the tasks based on 
schedule. 

Smart Lighting

Connect with various lighting devices, 
including spot lights, down lights, tract 
magnetic lamps, and light strips etc. 
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Wireless 

Connection

Tporig

Cloud ServerRemote Control

Local Control

Router

Smart Devices

Smart Devices

Tporig for smart home provides smart solution and a 
comprehensive set of device options to create your desired 
residential atmosphere. 

A sophisticated, multi-layered wireless network scheme combined 
with diverse smart products brings the life to home and gets the 
space upgraded. 

Why is Tporig?

works with the

works with the

Premium 
Spot Light

Premium 
Spot Light

RGBCW
Strip Light

 Permanent 
Outdoor Lights

CW
Spot Light

CW
 Down Light

CW
Strip Light 

RGBCW 
Floor Lamp

Offer a number of scenes for different 
function setting, which brings a better 
life experience. 

Multiple functional modes make 
your life colorful. 

Servers can be deployed locally 
according to customer needs. 

Keep testing against the latest 
releases of iOS and Android to ensure 
premium performance. 

Allow you to personalize app, 
extending your brand right to the 
palms of your customers' hands. 

Rich Scenes

Refined Functions

Local Cloud Service

Ongoing Maintenance

Fully Customization

Gateway

or

Smart Pad (Local Control) 
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Smart Home Solution 
Is For You 

Cloud Platform: Collecting and processing data to continuously optimize 
the functions of software and hardware. 

APP: Provid app such as Tporig or customized app according to business 
requirements. 

Communication Modules: Transform traditional devices into smart ones 
by inserting modules in a most economical way. 

Intelligent Controller: Support the control of whole house and the 
connecting among things, the core hardware of smart control. 

Terminal Devices: Offer complete categories of smart devices, covering 
smart lighting, smart security, smart sensors and more. 

Cloud 
Platform

Smart
APP

Communication 
Modules

Intelligent 
Controller

 Terminal 
Devices

+ + + +

works with the

works with the

Built-in Wi-Fi and Bluetooth, only 
with one panel, all lights could be 
controlled with one button, say 
good by to turn on or off light one 
by one. It also realizes the intelligent 
scene linkage of the whole house. 

Interaction Center

You can control the light by talking 
to smart speaker, or calling the voice 
assistant of smart phone. Free up 
your hands. 

Voice Control

It doesn't matter wherever you're, 
you can know the status of you light 
and turn on or turn off them via your 
mobile phone and ipad. 

APP Remote Control

Google Play

App Store
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Smart Home 
Product Series

Tporig
Model:

Communication:
Power consumption:

CPU:
RAM:
ROM:

System:
Sensors:

Microphone:
Speaker:

Screen:
Input voltage:

Operating temp:
Dimension:
Certificate:

Installation:

CS300-WZB
BLE Mesh, Wi-Fi, Zigbee
<2W
RX3308H
128MB 
256MB
Linux
THS, ALS, PIR
Dual microphone
1W
480x480px Multi-touch 
AC 100-240V
0°C ~ 40°C
86x86x37mm
UL, CE, RoHS
Wall mount

4 inch Smart PanelProduct Name:

Technical data

YEAR5
WARRANTY

Hrs
50, 000RoHS

COMPLIANT

4" Smart Panel

Function

• Capacitive touch screen, supporting multi-touch.
• Full tempered glass panel with 480*480 HD resolution.
• Support for voice control, easy to wake up the screen.
• Comprehensive function, support access to a wide 
      range of smart appliances.
• Gateway function, Wi-Fi/ BLE Mesh/ Zigbee.
• More functions: one-touch scenario, background music,
     APP remote control, customized scenes, Bluetooth Mesh, 
     Personalisation, multi-device linkage.

Smart Panel Mini is the interaction center of whole smart home, 
as an all-in-one smart switch panel. 
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10" Smart Panel 

CS610-WZB
BLE Mesh, Wi-Fi
<15W
RX PX30
4GB
32GB
2000x1200 Multi-touch 
ALS, PIR
Dual microphone
2W*2
DC 12V, 2A
0°C ~ 40°C
5M pixel
159x248.6x20.5mm
As required (CE, RoHS) 
Wall mount/ On the desktop

Model:
Communication:

Power Consumption:
MCU:

Memory:
ROM:

Screen:
Sensors:

Microphone:
Speaker:
Ethernet:

Input Voltage:
Operating Temp:

Dimension:
Certificate:

Installation:

10 inch Smart PanelProduct Name:

YEAR5
WARRANTY

Hrs
50, 000RoHS

COMPLIANT

Technical data

Function

• It features an easy to control operating system with 
      more capabilities. 
• Manage your home security, lights, HVAC and window 
      coverings for greater protection and ease. 
• Direct your home audio, lights and entertainment 
     system with voice control or the touch screen. 

10 inch smart home wall Pad operates on a IoT 
platform and analyzes user lifestyle patterns and 
various data to provide customized services for all 
residential spaces. In particular, the product’s face 
recognition technology detects and analyzes the face 
of each authorized family member who enters a room 
to adjust the temperature, humidity, and lighting 
conditions to match the preferences of each user. 

• 7 inch capacitive touch, 1024*600 resolution, ratio 16:9. 
• Android/ iOS app remote/ Voice control supported
• Flexible, touch screen, remote control. 
• Easily control your lighting, music, curtains and other appliance. 
• Installs in minutes and replaces any standard light switch panel. 
• Instantly create a mesh network for secure and private control 
     of all smart home devices. 

7" Smart Panel 

7-inch Wi-Fi smart home control panel, a universal control device 
that ties all smart devices together. It can control home from 
anywhere with smart app, as to transform your house or apartment 
into an easy-to-use home. 

Function

YEAR5
WARRANTY

Hrs
50, 000RoHS

COMPLIANT

CS500-WZB
BLE Mesh, Wi-Fi, Zigbee
<10W
RK3566
2GB
8GB
Android 11
THS, ALS, PIR
Dual microphone
1.5W*2
1024x600px Multi-touch 
DC 5V, 2A
0°C ~ 40°C
192x125x15mm
As required (CE, RoHS) 
Wall mount

Model:
Communication:

Power Consumption:
MCU:

Memory:
ROM:

System:
Sensors:

Microphone:
Speaker:

Screen:
Input Voltage:

Operating Temp:
Dimension:
Certificate:

Installation:

7 inch Smart PanelProduct Name:

Technical data
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• Compatible with both Zigbee/ Wi-Fi/ BLE Mesh devices.
• Matter protocol available.
• Signal covers a wide range of areas that is stable and reliable.
• Customize your systems depending on your individual needs 
      and security requirements.
• Support remote control, automation, and scenar iOS.
• Use your app to manage smart home devices from anywhere.

Cloud connection,signal collection, data protection; Link with 
a variety of intelligent devices.

Matter Gateway

Function

YEAR5
WARRANTY

Hrs
50, 000RoHS

COMPLIANT

GM100-WZB
BLE Mesh, Wi-Fi, Zigbee
<5W 
RJ45
Type-C
DC 5V 
-20°C~50°C
Up to 62
98x98x29mm
As required (CE, RoHS) 
On the desktop

Model:
Communication:

Power Consumption:
Network Port: 

Power Supply Port:
Input Voltage:

Operating Temp:
Connecting Devices:

Dimension:
Certificate:

Installation:

Matter GatewayProduct Name:

Technical data

10" Smart Panel

Function

• It features an easy to control operating system with 
     more capabilities. 
• Manage your home security, lights, HVAC and window 
      coverings for greater protection and ease. 
• Direct your home audio, lights and entertainment 
      system with voice control or the touch screen. 
   

10 inch smart home panel is a revolutionary home 
automation in-wall touch screen control pad that 
resembles a picture frame. It's unlike other brilliant 
smart home controllers because with it, you gain 
the freedom to live every moment without a care. 

YEAR5
WARRANTY

Hrs
50, 000RoHS

COMPLIANT

CS600-WZB
BLE Mesh, Wi-Fi, Zigbee, RS485
<10W
RK3326 
1GB
8GB
10.1" 1920*440 MIPI
Android 8.1
THS,ALS, PIR
Dual microphone
1W
AC100-240V
0°C ~ 40°C
270.5x86x12mm
As required (CE, RoHS) 
Wall mount

Model:
Communication:

Power Consumption:
CPU:
RAM:
ROM:

LCD/ TP:
System:

Sensors:
Microphone:

Speaker:
Input Voltage:

Operating Temp:
Dimension:
Certificate:

Installation:

10 inch Smart PanelProduct Name:

Technical data
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• Wi-Fi networking & BLE distribution network.
• Supports RS485 communication and fast interconnection 
      using the standard MODBUS-RTU protocol. A maximum of 48 
      devices are supported.
• Time synchronization ensures that the circuit breaker time 
       error does not exceed 2 seconds.
• One-click automatic sorting of slave machines.
• Report device status periodically and immediately.
• Scheduled scheduling control switching.

This product can bring safer,more efficient and more scientific 
power distribution plan for low voltage power distribution 
system, intelligent control of electircal equipment,early waming 
mechanism,etc. You can view the status and control through the 
APP.

Breaker Smart Gateway
CB500-WMS

Function

CB500-WMS
BLE Mesh, Wi-Fi, RS485
Status LED
<3W
DC 12V, 20mA
220-240VAC
Wi-Fi / Bluetooth / RS485
APP control
-20°C~65℃
100.2x72.8x18mm
As required (CE, RoHS）

Model:
Communication:

Display area:
Power consumption: 

Relay load:
Input voltage:

Communication:
Control Mode:

Operating Temp:
Dimension:
Certificate:

Breaker Smart GatewayProduct Name

Technical data

Zigbee Gateway

GZ100-WZ
BLE Mesh, Wi-Fi, Zigbee
<5W 
RJ45
Type-C
DC 5V 
-20°C~50°C
Up to 62
98x98x29mm
As required (CE, RoHS) 
On the desktop

Model:
Communication:

Power Consumption:
Network Port: 

Power Supply Port:
Input Voltage:

Operating Temp:
Connecting Devices:

Dimension:
Certificate:

Installation:

Zigbee GatewayProduct Name:

• Signal covers a wide range of areas that is stable and reliable.
• Customize your systems depending on your individual needs 
      and security requirements.
• Support remote control, automation, and scenar iOS.
• Use your app to manage smart home devices from anywhere.

This is a hub that connects to a variety of Zigbee smart 
products ( like sensors, lights, switches, ect ). As the bridge, 
it is also a control center for smart homes, which plays an 
irreplaceable role for all Zigbee products.

Function

YEAR5
WARRANTY

Hrs
50, 000RoHS

COMPLIANT

Technical data

YEAR5
WARRANTY

Hrs
50, 000RoHS

COMPLIANT
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Model:
Communication:

Dimension:
Cut-out Dimension:

Efficacy:
Beam Angle:

CCT Adjustable:
Bright Adjustable:

Input Voltage:
CRI:

Operating Temp:
Lifetime:

 Certificate:
Installation:

Environment:

Model:
Communication:

 Dimension:

Cut-out Dimension:
Efficacy:

Beam Angle:
CCT Adjustable:

Bright Adjustable:
Input Voltage:

CRI:
Operating Temp:

Lifetime:
 Certificate:

Installation:

Technical dataTechnical data

Mini Square EmbeddedSquare Embedded Mini Square RecessedSquare Recessed Mini Round EmbeddedRound Embedded Mini Round RecessedRound Recessed Product Name:Product Name:

Smart LED 
Premium Spot Light (I)

Graceful appearance including square and round 
available meets the decoration needs of different 
space and create the right atmosphere for any 
occasion. 

Integrated structure design, simple and generous, 
recessed and pre-embedded mounting, strong 
versatility, easy to install and use. 

Premium LED chip creates more healthy and 
comfortable light, deep anti-glare, no stroboscopic. 

High quality weatherproof material for long lifespan 
and less maintenance cost. 

IMBZ0011
Zigbee, BLE Mesh
7W- Ø83x60mm
7W-Ø75mm
45Lm/W
15°/ 24°/ 36°
2700K~ 6000K
1%-100% 
AC220-240V
Ra≥90
-20°C ~ 50°C
30, 000hrs
CE
Recessed
Indoor/ Dry (IP20)

IMBZ004/ IMBZ005
Zigbee, BLE Mesh
7W- Ø63x70mm, 
12W- Ø83x88mm
7W-Ø55mm, 12W-Ø75mm
45Lm/W
15°/ 24°/ 36°
2700K~ 6000K
1%-100% 
AC220-240V
Ra≥90
-20°C ~ 50°C
30, 000hrs
CE
Recessed

IMBZ006/ IMBZ007
Zigbee, BLE Mesh
7W- Ø76x70mm, 
12W- Ø100x88mm
7W-Ø55mm, 12W-Ø75mm
45Lm/W
15°/ 24°/ 36°
2700K~ 6000K
1%-100% 
AC220-240V
Ra≥90
-20°C ~ 50°C
30, 000hrs
CE
Embedded

IMBZ008
Zigbee, BLE Mesh
12W- 83x83x88mm

12W-81x81mm
45Lm/W
15°/ 24°/ 36°
2700K~ 6000K
1%-100% 
AC220-240V
Ra≥90
-20°C ~ 50°C
30, 000hrs
CE
Recessed

IMBZ009
Zigbee, BLE Mesh
12W- 100x100x88mm

12W-81x81mm
45Lm/W
15°/ 24°/ 36°
2700K~ 6000K
1%-100% 
AC220-240V
Ra≥90
-20°C ~ 50°C
30, 000hrs
CE
Embedded

IMBZ0012
Zigbee, BLE Mesh
7W- Ø100x60mm
7W-Ø75mm
45Lm/W
15°/ 24°/ 36°
2700K~ 6000K
1%-100% 
AC220-240V
Ra≥90
-20°C ~ 50°C
30, 000hrs
CE
Embedded
Indoor/ Dry (IP20)

IMBZ0013
Zigbee, BLE Mesh
7W- 83x83x60mm
7W-81x81mm
45Lm/W
15°/ 24°/ 36°
2700K~ 6000K
1%-100% 
AC220-240V
Ra≥90
-20°C ~ 50°C
30, 000hrs
CE
Recessed
Indoor/ Dry (IP20)

IMBZ0014
Zigbee, BLE Mesh
7W- 100x100x60mm
7W-81x81mm
45Lm/W
15°/ 24°/ 36°
2700K~ 6000K
1%-100% 
AC220-240V
Ra≥90
-20°C ~ 50°C
30, 000hrs
CE
Embedded
Indoor/ Dry (IP20)

Ra
>90

Hrs
30, 000

Flicker
FREE YEAR2

WARRANTY
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Model:
Communication:

 Dimension:
Cut-out Dimension:

Efficacy:
Beam Angle:

CCT Adjustable:
Bright Adjustable:

Input Voltage:
CRI:

Operating Temp:
Lifetime:

 Certificate:
Installation:

Technical data

Round EmbeddedRound EmbeddedRound RecessedRound RecessedProduct Name:

Smart LED 
Premium Spot Light (II)

The collapsible lamp body design can change the 
light angle by folding the lamp body, break the space 
limitation, and help create a more aesthetic visual 
atmosphere. 

It can be matched with a variety of accessories to 
achieve different appearance shapes and meet 
different installation conditions. 

Pinball bayonet installation, no cover, three sizes to 
adapt to different installation needs. 

IMBZ023
Zigbee, BLE Mesh
7W- Ø63x70mm
7W-Ø55mm
50Lm/W
24°/ 36°
2700K~ 6000K
1%-100% 
AC200-240V
Ra≥90
-20°C ~ 50°C
30, 000hrs
CE
Recessed

IMBZ024
Zigbee, BLE Mesh
12W- Ø83x97mm
12W-Ø75mm
60Lm/W
24°/ 36°
2700K~ 6000K
1%-100% 
AC200-240V
Ra≥90
-20°C ~ 50°C
30, 000hrs
CE
Recessed

IMBZ025
Zigbee, BLE Mesh
7W- Ø76x70mm
12W-Ø55mm
50Lm/W
24°/ 36°
2700K~ 6000K
1%-100% 
AC200-240V
Ra≥90
-20°C ~ 50°C
30, 000hrs
CE
Embedded

IMBZ026
Zigbee, BLE Mesh
12W- Ø100x97mm
12W-Ø75mm
60Lm/W
24°/ 36°
2700K~ 6000K
1%-100% 
AC200-240V
Ra≥90
-20°C ~ 50°C
30, 000hrs
CE
Embedded

Ra
>90

Hrs
30, 000

Flicker
FREE

Model:
Communication:

Dimension:
Cut-out Dimension:

Efficacy:
Beam Angle:

CCT Adjustable:
Bright Adjustable:

Input Voltage:
CRI:

Operating Temp:
Lifetime:

 Certificate:
Installation:

Technical data

Square EmbeddedSquare RecessedProduct Name:

IMBZ027
Zigbee, BLE Mesh
12W- 83x83x97mm
12W-81x81mm
60Lm/W
24°/ 36°
2700K~ 6000K
1%-100% 
AC200-240V
Ra≥90
-20°C ~ 50°C
30, 000hrs
CE
Recessed

IMBZ028
Zigbee, BLE Mesh
12W-100x100x97mm
12W-81x81mm
60Lm/W
24°/ 36°
2700K~ 6000K
1%-100% 
AC200-240V
Ra≥90
-20°C ~ 50°C
30, 000hrs
CE
Embedded

YEAR2
WARRANTY
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Smart LED  
Down Light

Uniform light effect, large luminous angle brings 
a brighter view. Narrow edge seamless fit, easy to 
fit the ceiling. Excellent heat dissipation material, 
ensure a longer service life. Exquisite and concise 
design, create an artistic atmosphere. 

Technical data

Model:
Communication:

Dimension:
Cut-out Dimension:

Efficacy:
Beam Angle:

CCT Adjustable:
Bright Adjustable:

Input Voltage:
Output Voltage:

CRI:
Operating Temp:

Lifetime:
 Certificate:

Environment:

IMDZ001
Zigbee, BLE Mesh
5W- Ø90x63.5mm
Ø70~75mm
70Lm/W
100°
2700K~ 6500K
1%-100%
AC100-240V
42V
Ra≥80
-20°C~40°C
30, 000hrs
CE, SAA
Indoor/ Dry (IP20)

Product Name: Smart LED Down Light 

Ra
>80

Hrs
30, 000

Flicker
FREE

Smart LED  
Spot Light

PMMA lens cover, light spot receding softly, no 
ghosting. Cool and warm color temperature and 
brightnessadjustable, suitable for a variety of 
spaces. Minimalist and slim construction is easy to 
install. Powder coating dust protection, extend the 
lifespan. 

Technical data

Model:
Communication:

Dimension:
Cut-out Dimension:

Efficacy:
Beam Angle:

CCT Adjustable:
Bright Adjustable:

Input Voltage:
Output Voltage:

CRI:
Operating Temp:

Lifetime:
 Certificate:

Environment:

TPAIRSL2.5DMA-6WC
Zigbee, BLE Mesh
6W- Ø90x63.5mm
Ø70~75mm
75Lm/W
26°
2700K~ 6500K
1%-100%
AC100-240V
42V
Ra≥80
-20°C~40°C
30, 000hrs
CE, SAA
Indoor/ Dry (IP20)

Smart LED Spot LightProduct Name:

Ra
>80

Hrs
30, 000

Flicker
FREE YEAR2

WARRANTY
YEAR2

WARRANTY
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Smart Ambient
Lights Series

Model:
Communication:

Power:
Dimension:

LED:
Color:

Bright Adjustable:
Input Voltage:

CRI:
Operating Temp:

Lifetime:
 Certificate:

Environment:

TPAIRSL120DMA-120WB
Zigbee, BLE Mesh
25W
5M
SMD2835LED
2700K ~ 6500K
1%-100% 
DC 24V
Ra≥80
-20°C~40°C
30, 000hrs
CE, RoHS
Indoor/ Dry (IP20)

Smart LED CW Strip LightProduct Name:

Technical data

Smart LED 
CW Strip Light 

Topband CW Strip Light is extremely popluar in many 
facets of lighting design owing to their compact size, high 
brightness and low energy consumption. 2700K-6500K 
tunable white can meet your various requirements and 
set the mood. Wi-Fi remote control through APP (Smart 
Life). Flicker-free for eye-protection in UNV. No need of 
Wi-Fi controller. 

Ra
>80

Hrs
30, 000

Flicker
FREERoHS

COMPLIANT
YEAR2

WARRANTY
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Model:
Communication:

Power:
Dimension:

LED:
Color Setting:

Color:
Bright Adjustable:

Input Voltage:
CRI:

Operating Temp:
Lifetime:

 Certificate:
Environment:

Product Name: Smart LED RGB Strip Light

IMSN003
Zigbee, BLE Mesh
25W
5M
SMD5050LEDS
More than 16 million colors
RGB
1%-100% 
DC 24V
Ra≥80
-20°C~40°C
30, 000hrs
CE
Indoor/ Dry (IP20)

Technical data

Smart LED 
RGB Strip Light 

Topband RGB Strip Light is extremely flexible, easy 
to bend shape and easy to install. Suitable for indoor 
lighting, stable communication, accurate dimming, 
can realize the intelligent upgrade of home lighting - 
that is, you can use the switch panel, remote control, 
voice control lamps, you can also use smart phones 
and other smart terminals to achieve remote control 
of lamps, scene control. 

Ra
>80

Hrs
30, 000

Flicker
FREE YEAR2

WARRANTY

Model:
Communication:

Power:
Dimension:

LED:
Color Setting:

Color:
Bright Adjustable:

Input Voltage:
CRI:

Operating Temp:
Lifetime:

 Certificate:
Environment:

Product Name: Smart LED RGBCW Strip Light

TPR001
Zigbee, BLE Mesh
30W
5M
SMD5050RGB+2835LED (100Lm/W)
More than 16 million colors
RGB+2700~6500K
1%-100% 
DC 24V
Ra≥80
-20°C~40°C
30, 000hrs
CE
Indoor/ Dry (IP20)

Technical data

Smart LED 
RGBCW Strip Light 

Topband RGBCW strip light belt, can change thousands 
of colors, can adapt to a variety of atmosphere lighting 
design, wireless control with the overall lighting system, 
can set different scenes under the lighting effect. The 
light belt is an auxiliary and atmospheric lighting in the 
non-main light scheme, but it is indispensable, it can 
light up all corners of the home and the back background 
wall, etc, so that the overall atmosphere is stronger, and 
its change can enrich the color of the light. 

Ra
>80

Hrs
30, 000

Flicker
FREE YEAR2

WARRANTY
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Model:
Communication:

Power:
Dimension:

LED:
Color Setting:

Color:
Bright Adjustable:

Input Voltage:
CRI:

Operating Temp:
Lifetime:

 Certificate:
Environment:

Product Name: Smart LED RGB+IC Strip Light

TPSLP001; TPSLP002
Wi-Fi, BLE Mesh
24W/ 48W
5M(16.4ft); 10M(32.8ft)
30pcs/ 1M
More than 16 million colors
RGB+IC
1%-100% 
DC 12V, 2Amax
Ra≥80
-20°C~40°C
20, 000hrs
CE, RoHS, ETL, FCC, UKCA
Indoor/ Dry (IP20)

Technical data

Smart LED 
RGB+IC Strip Light

TOPBAND LED RGB+IC strip lights built-in IC chips, not 
only have different colors, but could display chasing 
effect; It is compatible with Alexa & Google assistant, 
free up hands. Connect to mobile phone via Wi-Fi 
or Bluetooth, an ideal lights for creating romantic 
ambiance. 

Different from the ordinary RGB led strip light, RGB+IC 
led light strip adopting IC chips, various colors can be 
chasing in a line. The light strip shows a rainbow. 

Ra
>80

Hrs
20, 000

Flicker
FREEIP67

YEAR1
WARRANTY

RoHS
COMPLIANT

Model:
Communication:

Power:
Dimension:

LED:
Color Setting:

Color:
Bright Adjustable:

Input Voltage:
CRI:

Operating Temp:
Lifetime:

 Certificate:
Environment:

Product Name: Smart LED RGB Strip Light

TPSL001; TPSL002
Wi-Fi, BLE Mesh
18W/ 36W
5M(16.4ft); 10M(32.8ft)
30pcs/ 1M
More than 16 million colors
RGB
1%-100% 
DC 12V, 1.5A
Ra≥80
-20°C~40°C
20, 000hrs
CE, RoHS, ETL, FCC, UKCA
Indoor/ Dry (IP20)

Technical data

Smart LED 
RGB Strip Light

TOPBAND Smart RGB strip light gives you millions of 
colors to choose in any space. Control it in Tporig, the 
you can set schedules, adjust the brightness, preset 
sences, or use your favourite voice assistants to control 
the LED strip. It connects directly to Wi-Fi or Bluetooth, 
no separate hub is required. 

The RGB strip light is controlled by APP simple tap or 
voice, with 16 million colors that sync with the music to 
match your mood, to render a marvelous lighting. 

Ra
>80

Hrs
20, 000

Flicker
FREEIP67

YEAR1
WARRANTY

RoHS
COMPLIANT
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Model:
Communication:

Power:
Dimension:

LED:
Color Setting:

Color:
Bright Adjustable:

Input Voltage:
CRI:

Operating Temp:
Lifetime:

 Certificate:
Environment:

Product Name: Smart LED COB Strip Light

TPSCSL001
Zigbee, BLE Mesh
24W
5M (16.4ft)
630/ M
More than 16 million colors
RGB+W
1%-100% 
AC100-240V
Ra≥80
-20°C~40°C
20, 000hrs
CE, RoHS, ETL, FCC, UKCA
Indoor/ Dry (IP20)

Technical data

Smart LED 
COB Strip Light

This color-changing strip light with COB technology 
is designed to accentuate your living room with 
atmospheric lighting for the perfect ambience. 

Complete product line: SMD28353.5050.5630.3014.383
8.2216 flexible led strips/ tape, COB strips, flexible neon 
strip, aluminum extrusions, power supplies, and lighting 
controls. 

Ra
>80

Hrs
20, 000

Flicker
FREEIP67

YEAR1
WARRANTY

RoHS
COMPLIANT

Model:
Communication:

Power:
Dimension:

LED:
Color Setting:

Color:
Bright Adjustable:

Input Voltage:
CRI:

Operating Temp:
Lifetime:

 Certificate:
Environment:

Product Name: Smart LED Neon Strip Light

TPNPL001; TPNPL002
Wi-Fi, BLE Mesh
36W/ 48W
3M(10ft); 5M(16.4ft)
252; 420 (84PCS/ 1M)
More than 16 million colors
RGB+IC
1%-100% 
DC 24V, 1.5Amax
Ra≥80
-20°C~40°C
20, 000hrs
CE, RoHS, ETL, FCC, UKCA
Indoor/ Dry (IP20)

Technical data

Smart LED 
Neon Strip Light

TOPBAND upgraded silicone LED strips light with a 
durable siliconed exterior and brilliantly diffused light 
can be flexed around corners and into different shapes. 
The light will glow in a variety of neon-like colors and 
give you millions of colors to choose in any space. 
Connect Wi-Fi or Bluetooth and being smart, a creative 
way to decorate and light up home. 

Ra
>80

Hrs
20, 000

Flicker
FREEIP67

YEAR1
WARRANTY

RoHS
COMPLIANT
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Smart 
RGBCW Floor Lamp

Topband smart RGBCW floor lamp is made of 
high-quality materials that are durable and easy to 
install and remove. It is aesthetically designed with 
spacesaving feature. 

Connect to Tporig via Wi-Fi or Bluetooth for 16 
million colors hanging, dimming on/ off, setting 
scenes and much more! The chasing lighting effect 
creates the most ideal mood, and the lamp could 
sync with music, adding the perfect ambiance for 
every corner of your house. 

Technical data

Model:
Communication:

Power:
Dimension:

LED:
Color:

Bright Adjustable:
Input Voltage:

Adapter Input Voltage:
CRI:

Operating Temp:
Lifetime:

 Certificate:
Environment:

TPSFL001
Wi-Fi, BLE Mesh
24W
Ø180x1390mm
168
RGBCW
1%-100%
DC 24V, 1A Max
AC 100-240V
Ra≥80
-20°C~45°C
20, 000hrs
CE, RoHS, ETL, FCC, UKCA
Indoor/ Dry (IP20)

Product Name: Smart RGBCW Floor Lamp

Smart 
COB Floor Lamp

The smart COB lamp serve as a decorative lighting 
centerpiece for your living roomor bedroom. 
With DIY mode and exciting music modes, it will 
complement any atmosphere for life. 

Connect to Tporig via Wi-Fi or Bluetooth for 16 
million colors hanging, dimming on/ off, setting 
scenes and much more! With 16 million light colors 
and various light modes, you can switch the light to 
different scenes. 

Technical data

Model:
Communication:

Power:
Dimension:

LED:
Color:

Bright Adjustable:
Input Voltage:

Adapter Input Voltage:
CRI:

Operating Temp:
Lifetime:

 Certificate:
Environment:

TPSFL002
Wi-Fi, BLE Mesh
24W
Ø180x1390mm
546
RGB+IC
1%-100%
DC 24V, 1.5A Max
AC 100-240V
Ra≥80
-20°C~45°C
20, 000hrs
CE, RoHS, ETL, FCC, UKCA
Indoor/ Dry (IP20)

Product Name: Smart COB Floor Lamp

Ra
>80

Ra
>80

Hrs
20, 000

Hrs
20, 000

Flicker
FREE

Flicker
FREE RoHS

COMPLIANT
RoHS
COMPLIANT

YEAR1
WARRANTY

YEAR1
WARRANTY
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Model:
Communication:

Power:
Dimension:

LED:
Color:

Bright Adjustable:
Input Voltage:

CRI:
Operating Temp:

Lifetime:
 Certificate:

Environment:

Product Name: Smart LED RGBCW Bulb

TPSLB001
Wi-Fi, BLE Mesh
9W(E26)
Ø60x125mm
2835
RGBCW (2700~6500K)
1%-100% 
AC100-240V
Ra≥80
-20°C~40°C
20, 000hrs
CE, RoHS, ETL, FCC, UKCA
Indoor/ Dry (IP20)

Technical data

Smart LED 
RGBCW Bulb 

Bluetooth & Wi-Fi control available. 2700-6500K color 
temperature adjustable. 1-100% brightness adjustable.  

High quality and energy-efficient LED lighting. More 
than 16 million colors, match your mood or activity. 
Support self-edit and add multiple scenes. Simple set 
up, control it using the app with no additional hub or 
bridge required. 

Ra
>80

Hrs
20, 000

Flicker
FREERoHS

COMPLIANT
YEAR1

WARRANTY

Smart Permanent 
Outdoor Lights

Topband smart permanent outdoor lights are 
designed to decorate your home with its inspiring 
look and unique lighting effect. IC technology 
brings chasing lighting effect, which helps add 
entertainment to your life. 

Eye-Catching Lighting Effects: The lens design 
reveals a unique triangular lighting effect. The wall 
washing depth is greater than 16 inches, while the 
brightness of each light is 30 lumens. Install the 
lights 2-4 inches (5cm10cm) away from the wall 
surface. 

Technical data

Model:
Communication:

Power:
Dimension:

LED:
Color:

Bright Adjustable:
Input Voltage:

Output Voltage:
CRI:

Operating Temp:
Lifetime:

 Certificate:
Environment:

TPPOL001
Wi-Fi+BLE 
72W
15M(50ft)/ 30M(100ft)/ 45M(150ft)
60
RGB+IC
1%-100%
AC100-240V
DC 24V, 3A Max
Ra≥80
-20°C~60°C
50, 000hrs
CE, FCC, ETL, UKCA
IP67（only Ligth Strip）, IP20（Control, Adapter）

Smart Permanent Outdoor LightsProduct Name:

Ra
>80

Hrs
50, 000

Flicker
FREE YEAR1

WARRANTYIP67
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▪

▪
▪
▪

▪
▪
▪
▪
▪

Communication Methods:Zigbee/ Wi-Fi
(Matter protocol can be supported)
Key:Single, double and triple-key versions
Communication Distance:200m
Function:Monitor Power consumption and 
generate power curve to save home energy

Presence Sensor

Zigbee Module (external antenna)

Temperature and Humidity Sensor

▪
▪
▪
▪
▪
▪

IC Solution: Silicon Labs EFR32MG21
Dimension: 20x12.3x2.3mm
Transmitting Power: 18±2 dBm at 250Kbps
Receiving Sensitivity: -99 dBm at 250Kbps
Applied Products: Luminaires,Light 
Source,Power Driver,Plug,Gateway,Switch 
Etc.

Curtain Motor
▪
▪
▪
▪
▪
▪

Communication:Zigbee/ BLE Mesh
Wireless Frequency:433.925MHz
Dimension:322x70x51mm
Power:13W (No-load Power:≤10W)
Torque:≥1.2 N. m/ Speed:14cm/ s
Serial:Baud rate 9600, data bits 8, stop
bit 1, check bit 0

▪
▪
▪
▪
▪
▪

Communication:Zigbee/ BLE Mesh
Frequency:5.8GHz±75MHz, ISM wave
Dimension:110x110x32mm
Brightness setting:5-1200lux
Motion & Microwave & Breath Sensing:3m
Function:Human presence detection, 
heartbeat and lighting intensity sensing. 

▪
▪

▪
▪
▪

Power supply:CR-2032 button cell batteries 
Accuracy:Temperature measurement accuracy 0.3°C, 
humidity measurement accuracy 3% 
Operating Temperature:-20℃~+40℃ 
Communication Protocol:Zigbee/ BLE Mesh 
Function:Abnormal alert, when the temperature and 
humidity deviate from the comfort range, the APP will 
receive timely information push; Intelligent linkage of 
appliances to improve air humidity

Smart Switch
▪
▪
▪
▪
▪

Communication: Wi-Fi/ Bluetooth / RS485 
Dimension: 100x72.5x18mm 
Input Voltage: AC230V 
Output Voltage: DC 12V 
Control Mode: APP control 
Certificate: CE, RoHS

Breaker Smart Gateway Zigbee Module (built-in antenna)

Other Smart Devices

▪
▪
▪
▪
▪

IC Solution: Telink 
Dimension: 2 0x12.3x2.3mm
Transmitting Power: 10 dBm(BLE Mesh)
Receiving Sensitivity: -95 dBm(BLE Mesh)
Applied Products: Luminaires, Light Source,
Power Driver, Plug, Gateway, Switch Etc. 
 

▪
▪
▪

▪

▪

IC Solution: BK7231M(ARM9 Structure)
Dimension: 24x16x2.8mm
Transmitting Power: 17 dBm at 
1Mbps(802.11b)
Receiving Sensitivity: -90 dBm at 
1Mbps(802.11b)
Applied Products: Luminaire, Power Driver, 
Outlet, Switch Etc.

▪
▪
▪

▪

▪

IC Solution: ESP32-C3(RISC-V Structure)
Dimension: 20x18x3.2mm
Transmitting Power: 20.5 dBm at 
1Mbps(802.11b)
Receiving Sensitivity: -98 dBm at 
1Mbps(802.11b)
Applied Products: Air Condition, Fridge, 
Luminaire, Air Purifier Etc. 

▪
▪
▪

▪

▪

IC Solution: ESP32-D0WD(Xtensa Structure)
Dimension: 25.5x18x3.1mm
Transmitting Power: 18.5 dBm at 
1Mbps(802.11b)
Receiving Sensitivity: -98 dBm at 
1Mbps(802.11b)
Applied Products: Air Condition, Fridge, Air 
Purifier, Gateway Etc.

▪
▪
▪

▪

▪

IC Solution: ESP32-C3FH4(RISC-V Structure)
Dimension: 16.6x13.2x2.4mm
Transmitting Power: 20.5 dBm at 
1Mbps(802.11b)
Receiving Sensitivity: -98 dBm at 
1Mbps(802.11b)
Applied Products: Luminaire, Power Driver, 
Outlet, Switch Etc.

Wi-Fi+BLE Module

Wi-Fi+BLE Module 

Wi-Fi+BT Module

BLE Mesh Module (external antenna) 

Wi-Fi+BLE Module

IC Solution: Silicon Labs EFR32MG21
Dimension: 20x12.3x2.3mm
Transmitting Power: 18±2 dBm at 250Kbps
Receiving Sensitivity: -99 dBm at 250Kbps
Applied Products: Luminaires, Light Source, 
Power Driver, Plug, Gateway, Switch Etc.

▪
▪
▪
▪
▪

IC Solution: Telink 
Dimension: 20x12.3x2.3mm
Transmitting Power: 10 dBm(BLE Mesh)
Receiving Sensitivity: -95 dBm(BLE Mesh)
Applied Products: Luminaires, Light Source, 
Power Driver, Plug, Gateway, Switch Etc. 

BLE Mesh Module (built-in antenna)

Smart Modules

Door Sensor
▪
▪
▪
▪
▪
▪

Communication:Zigbee/ BLE Mesh
Dimension:54x22.2x123.5mm/ 33.3x10.2x123.5mm 
Sensing Distance:Up to 22mm
Communication Distance:50m(Open area)
Operating Humidity:5~95%RH
Installation:Mount to doors and windows 

Home Gas Detector
▪

▪

▪
▪
▪

▪

Wireless distance Zigbee:>100m (empty mine 
distance) 
Stability:Long-term working alarm concentration 
error earth 5%L 
Detection gas:Methane CH4 (natural gas) 
Alarm concentration:8%LEL, error earth 3%LEL 
Alarm mode:Sound and light alarm, wireless 
networking alarm 
Alarm sound pressure:>70dB (1 meter in front)

Smoke Detector
▪
▪
▪
▪
▪
▪
▪
▪
▪
▪

Wireless distance Zigbee:>100m (empty mine distance) 
Power supply:1 CR123A battery (standby for 5 years) 
Low voltage alarm:23.5V±0.2V 
Alarm concentration:8%LEL, error earth 3%LEL 
Alarm mode:Sound and light alarm, wireless networking alarm 
Alarm sound:80dB (3 meters in front) 
Low voltage alarm:support, 23.5V±0.2V 
Alarm concentration:8%LEL, error earth 3%LEL 
Alarm mode:sound and light alarm, wireless networking alarm 
Alarm sound:80dB (3 meters in front)
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Smart 
LED Controller
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Cloud Server 

Devices Control (Local control top priority)

Router

BLE Mesh 
Gateway

Remote Control

PIR Sensor

Microwave 
Sensor

0-10V Dimmer-U

Built-in Microwave 
Sensor

0-10V Dimmer-E

Zhaga Microwave 
Sensor

Zhaga PIR 
Sensor

Constant Current 
Driver-U

Constant Current 
Driver-E

Wi-Fi or
Ethernet

Other Room - Devices Control (Local control top priority)

Up to 250 nodes

Wireless BLE Mesh 
Switch

( Local Control )

APP Control

T-Smart Series

T-Smart Series
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Smart Constant Current Driver-U
T-Smart Series

Feature
• SELV compliance; 

• Instant start within one second once power on; 

• Higher PF: 0.95, lower THD<15%; 

• Flicker-free; 

• Resistor compatible; 

• 0-10V and PWM dimming; 

• Match with various lamps, such as LED Troffer&Panel etc; 

• Additional interface to support the smart module control. 

Smart Constant Current Driver-E
T-Smart Series

Power:
Input Current:

Outout Current:
Efficacy:

Input Voltage:
Output(V):

Communication:
PF:
IP:

Operating Temp:
Storage Temp:

 Dimension:
Lifetime:

Certificate:

Power:
Input Current:

Outout Current:
Efficacy:

Input Voltage:
Output(V):

Communication:
PF:
IP:

Operating Temp:
Storage Temp:

 Dimension:
Lifetime:

Certificate:

Product Model:Product Model: TP-T0103650CTP-T01036C TP-T01050CTP-T01040C

• SELV compliance; 

• Instant start within one second once power on; 

• Higher PF: 0.95, lower THD<15%; 

• Flicker-free; 

• Resistor compatible; 

• 0-10V and PWM dimming; 

• Match with various lamps, such as LED Troffer&Panel etc; 

• Additional interface to support the smart module control. 

Feature

36~50W
300mA
860mA+5%
>85% 
AC220-240V 
DC 9-42V
Zigbee, BLE Mesh
0.95 
IP20 
-20°C~50℃ 
-30°C~60℃ 
295x32x25.5mm
3 years 
CE, RoHS

36W
220mA
860mA+5%
>85% 
AC220-240V 
DC 9-42V
Zigbee, BLE Mesh
0.95 
IP20 
-20°C~50℃ 
-30°C~60℃ 
274x40x27mm
3 years 
DLC, UL

50W
300mA
1200mA+5%
>85% 

40W
250mA
950mA+5%
>85% 

Technical dataTechnical data

RoHS
COMPLIANT

YEAR3
WARRANTY

YEAR3
WARRANTY
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Battery powered

Product Model:

Feature

TPTMDWSCFSUA TPTMDWSDFSUA

Wireless BLE Switch Panel
T-Smart Series

Technical data

Type:
Battery Type:

Maximum Fixtures:
Communication:

Working Humidity:
Range:

Operating Temp:
Storage Temp:

IP:
 Dimension:

Lifetime:
Certificate:

Installation:

6-key (CCT & Brightness Adjustable)
2 AAA 1.5V Lithium Batteries
Up to 250pcs devices = luminaires +switches +gateways + independent sensors
BLE Mesh
<90%RH
Up to 328ft (~100m) in Free Space/ line of sight
-10°C~45℃
-30°C~60℃
IP20
115x70x24.3mm
5 years
As required
Wall Mount

5-key (Brightness Adjustable)

• The wireless Bluetooth switch is battery-powered 
       that provides auto-brightness, dimming, and three 
       scene control. 
• A true wire-free switch can communicate with other 
     " T-Smart Light " devices via Bluetooth communication. 
• The fixtures include LED panel light, LED troffer light, 
       LED linear light, LED wrap light and more. 
• Two types for option: 5-key dim panel switch and 
      6-key CCT adjustable panel switch. 

YEAR5
WARRANTY

Mesh Gateway
T-Smart Series

• Secure wireless communication based on the SIG 
     Mesh standard; 
• Remote connection via Ethernet or Wi-Fi; 
• Synchronized with the server data; 
• Can be remotely managed, upgraded, and controlled; 
• Device status reporting and time calibrating; 
• Connects with up to 250 T-smart Light devices; 
• 3 LED indicators for feedback on power, connectivity, 
      and communication. 

Feature

YEAR5
WARRANTY

Hrs
50, 000

AC100-277V
<2W 
Wi-Fi IEEE 802.11b/g/n 2.4G Hz, BLE Mesh 5.0 
0°C ~ 40℃
White
Gateway
55g
74x72x21mm
DHCP, DNS, HTTP, HTTPS, MQTT, TCP, UDP, IP
5 years
UL, CE
On the desktop

AC100-240V AC100-240VInput Voltage:
Power Consumption:

Communication:
Operating Temp:

Color:
 Function:

Net Weight:
Dimension:

Interface:
Lifetime:

 Certificate:
Installation:

TPTSGWL1MMW(U) TPTSGWL2MMW(E) TPTSGWL3MMW(E)Product Model:

Technical data
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Feature

Wireless Dimming Controller - U
T-Smart Series

Control Wattage:
Input Voltage:
Input Current:

Output(V):
Output(mA Max.):
Communication:

PF:
IP:

Operating Temp:
Storage Temp:

 Dimension:
Lifetime:

 Certificate:

Product Model:

600W
AC100-277V
50mA
0~10V
Max3.5mA
Zigbee, BLE Mesh, Wi-Fi
≥0.5
IP20
-20°C~50℃
-30°C~60℃
80x82x26mm 
5 years
UL, FCC

TPTSWDL1D1LG

Technical data

• Compatible with common 0/ 1-10V dimmers; 

• High PF, low THD; 

• Flicker free; 

• Lower than 0.1 percent dimming depth; 

• Dual 0-10V signal output; 
• DIP function for brightness and DIM control; 

• Replacing the module to switch Zigbee, BLE Mesh and Wi-Fi 

      control protocol. 

Flicker
FREE

Feature

Wireless Dimming Controller - E
T-Smart Series

Control Wattage:
Input Voltage:
Input Current:

Output(V):
Output(mA Max. ):

Communication:
PF:
IP:

Operating Temp:
Storage Temp:

 Dimension:
Lifetime:

 Certificate:

Product Model:

600W
AC100-240V
50mA
0~10V 
Max3.5mA
Zigbee, BLE Mesh, Wi-Fi
≥0.5
IP20
-20°C~50℃
-30°C~60℃
164x40x30mm
5 years
CE, UKCA, RoHS

TPTSWDL1D1MG

Technical data

• Compatible with common 0/ 1-10V dimmers; 

• High PF, low THD; 

• Flicker free; 

• Lower than 0.1 percent dimming depth; 

• Dual 0-10V signal output; 
• DIP function for brightness and DIM control; 

• Replacing the module to switch Zigbee, BLE Mesh and Wi-Fi

      control protocol. 

Flicker
FREERoHS

COMPLIANT

YEAR5
WARRANTY

YEAR5
WARRANTY
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Feature

Smart Microwave Sensor
T-Smart Series

• Compatible with T-Smart Light; 

• High PF, low THD; 

• Flicker free; 

• Lower than 0.1 percent dimming depth; 

• Dual 0-10V signal output; 
• DIP function for brightness and DIM control; 

• Replacing the module to switch Microwave control. 

Product Model:

Feature

CCT Adjustable: TPTSBSS6C2AG/ Single White: TPTSBSS6D2AG

Smart Built-in Microwave Sensor
T-Smart Series

Technical data

Operating Voltage:
Operating Current:

Output signal:
Frequency:

Microwave Power:
Control Distance:
Devices Distance:
Mounting Height:
Detection Range:
Communication:

 IP:
Detection Angle:
Operating Temp:

 Dimension:
Lifetime:

Certificate:

DC5-15V 
≥60mA
3.3V PWM
5.8GHz +75MHZ
< 0.3mW
30M
10M (Decided by the actual structure of lamp)
max 6m (Ceiling mount)
Radius Max.6m (3m Ceiling mount)
BLE Mesh
IP20
30°-150°
-25°C~70°C
47.5x24.5x16.7mm（Single）
5 years
CE, RoHS

• Compatible with T-Smart Light; 

• Detection sensitivity setting; 

• Standing-by time; 

• Hold time; 

• LDR setting; 

• Dimmable function; 

• Energy saving. 

RoHS
COMPLIANT

RoHS
COMPLIANT

YEAR5
WARRANTY

YEAR5
WARRANTY

Power:
Control Wattage:

Input Voltage:
Working Current:

Output(V):
Frequency:

Detection Angle:
Communication:

PF:
IP:

Operating Temp:
Storage Temp:

 Dimension:
Lifetime:

 Certificate:

Product Model:

≤3W
600W
AC100-240V
≥60mA
0~10V
5.8GHz±75MHz
30°-150°
BLE Mesh
≥0.5
IP20
-20°C~50℃
-30°C~60℃
80x82x26mm 
5 years
As required

TPMIS02A

Technical data
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Product Model:

Feature

TPTSCSYSD1AG-001

Smart Zhaga Microwave Sensor
T-Smart Series

Technical data

Input Voltage:
Ripple Voltage:

Stand-By:
Operating Frequency:

Transmitting Power:
Detection Area:

Detection Radius:
Installation Height:

Communication:
0-10V Dimming:

IP:
Operating Temp:

Dimension:
Lifetime:

Certificate:
Installation:

DC11-13V  
<50mA
<100mV p-p
5.8 GHz ± 75MHz, ISM Band
3mW
100%/ 75%/ 50%/ 25%
Ceiling installation 10m 0.3m/ S≥4m, 1m/ S≥3m
10m (12m Max)
BLE Mesh
Yes
IP65
-25℃~60℃
Ø50x33.5mm
5 years
CE, RoHS
Wiring (connecting terminal) Zhaga Book 18 connector

Product Model:

Feature

TPTSCSYSD1AG-002

Smart Zhaga PIR Sensor 
T-Smart Series

Technical data

Input Voltage:
Operating Current:

Detection Range:
Installation Height:

Communication:
0-10V Dimming:

IP:
Operating Temp:

Storage Temp:
Net Weight:
Dimension:

Lifetime:
Certificate:

Installation:
Application:

DC11-15V 
10mA
Radius 2-4m (12m ceiling mount)
Max 12m (ceiling mount)
BLE Mesh
Yes
IP65
-25°C~50℃
-30℃~70℃
42g 
Ø55.5x41mm
5 years
CE, FCC, UKCA
Wiring (connecting terminal)Zhaga Book 18 connector
Indoor environment

• Bluetooth mesh network, connect to T-Smart Light; 

• Zhaga book 18 connector, waterproof design; 

• PWM dimming, 0-10V dimming port, 3 or 2 steps 

     dimming function; 

• Daylight priority function; 

• 12V DC input, for DC systems or LED power supplies 

      with 12V DC auxiliary power output; 

• 12m maximum installation height, suitable for most 

      warehouses. 

• Bluetooth mesh network, connect to T-Smart Light; 

• Zhaga book 18 connector, waterproof design; 
• Dimmable for 0-10V output; 
• Sensor of PIR motion; 
• Daylight priority function; 
• 12V DC input, for DC systems or LED power supplies with 
      12V DC , auxiliary power output; 
• 12m maximum installation height, suitable for most 
      warehouses; 
• Reset: Keep the magnet near the reset point for 5 seconds, 
     then make it. 

RoHS
COMPLIANT

YEAR5
WARRANTY

YEAR5
WARRANTY
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Wireless Series

Product Model:

Feature

TPPIS02A

Smart PIR Sensor
T-Smart Series

Technical data

Operating Voltage:
Communication:
Stand-By Power:

Output:
Sensitivity:
Hold Time:

Daylight Threshold:
Mounting Height:
Detection Range:
Detection Angle:
Operating Temp:

IP:
Dimension:

Lifetime:
Certificate:

AC220-240V
BLE Mesh
<0.5W
0-10V
10%-100%
1-60min
APP Optional
Max.6m
3-4m (Ambient temperature @25°C)
<90°
-25℃~50℃
IP20
Ø80x42mm
5 years
CE, RoHS

• PIR sensor microwave motion sensor.
• 0-10V dimmable output.
• Lighting level self-adaption by lux sensor build in design
     and intelligent algorithm.
• Standalone design for ceiling mount and flush mount.

RoHS
COMPLIANT

YEAR5
WARRANTY
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Wire
less 

Connectio
ns

Wireless Series

Gateway or

Cloud ServerLocal Control Router

Smart Panel
Local Control

Smart Driver

CASAMBI Driver

TP-Z420615C TP-Z422036C TPDDP07M2WKBZ TP-Z2436V TP-Z2472200V

Power:
Input Current:

Outout Current:
Efficacy:

Input Voltage:
Output(V):

PF:
CCT:

Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

Product Model:

Feature

6W
45mA 
150mA±5% 
>78%
AC220-240V 
DC 9-42V 
0.9
Adjustable 
Zigbee, BLE Mesh 
-20°C~50℃ 
-30°C~60℃ 
IP20 
113x35x26.5mm
3 years 
CE

8W
55mA 
200mA±5% 
>80%

12W
80mA 
280mA±5% 
>80%

15W
100mA 
350mA±5% 
>82%

TP-Z420615C

• Support Zigbee and BLE Mesh control protocol; 

• High PF, low THD; 

• Flicker free; 

• Steppless dimming, 10,000-point dimming depth; Smooth and natural; 

• Dual way constant current output, brightness and CCT adjustable; 

• Multiple current outputs can be set by DIP switches; 

• Over-voltage, overload protection function. 

Smart DIP Constant Current Driver
Wireless Series

Technical data

Flicker
FREE YEAR3

WARRANTY
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Power:
Input Current:

Outout Current:
Efficacy:

Input Voltage:
Output(V):

PF:
CCT:

Communication:
Operating Temp:

Storage Temp:
IP:

Dimension:
Lifetime:

Certificate:

Product Model:

Feature

20W
130mA
480mA±5%
>83%
AC220-240V 
DC 9-42V 
0.95 
Adjustable 
Zigbee, BLE Mesh 
-20°C~50℃ 
-30°C~60℃ 
IP20 
200x40.5x27.5mm
3 years 
CE

25W
160mA
600mA±5%
>83% 

30W
190mA
720mA±5%
>83% 

36W
220mA
860mA±5%
>85% 

TP-Z422036C

Smart DIP Constant Current Driver 
Wireless Series

Technical data

• Support Zigbee and BLE Mesh control protocol; 

• High PF, low THD; 

• Flicker free; 

• Steppless dimming, 10,000-point dimming depth; Smooth and natural; 

• Dual way constant current output, brightness and CCT adjustable; 

• Multiple current outputs can be set by DIP switches; 

• Over-voltage, overload protection function. 

Flicker
FREE YEAR3

WARRANTY

Product Model:

Feature

TPDDP07M2WKBZ TPDDP12M2WKBZ TPDDP2OM2WKBZ

• Low-voltage, 48V volt safety voltage, short-circuit   

      electric shock protection; 

• Constant voltage output, flicker free, soft light; 

• Strong magnetic suction with mechanical buckle, 

      safe and stable; 

• Simple installation, free to move plug and play. 

Smart Down/ Spot Light Driver 
Wireless Series

Technical data

Power:
Input Current:

Outout Current:
Efficacy:

Input Voltage:
Output(V):

PF:
CCT:

Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

7W
60mA max
145mA±5%
>83%
AC220-240V
DC 30-38V  
0.9 
Adjustable 
Zigbee, BLE Mesh 
-20°C~50℃ 
-30°C~60℃ 
IP20 
134x29.7x34mm
3 years 
CE

12W
80mA max
270mA±5%
>83%

20W
120mA max
540mA±5%
>83%

Flicker
FREE YEAR3

WARRANTY
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Product Model:

Feature

TP-Z2436V

CW Smart Constant Voltage Driver
Wireless Series

Power:
Input Current:

Outout Current:
Efficacy:

Input Voltage:
Output(V):

PF:
CCT:

Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

36W
290mA
1.5A Max. 
>85%
AC220-240V 
DC 24V 
0.95 
Adjustable 
Zigbee, BLE Mesh 
-20°C~50℃ 
-30°C~60℃ 
IP20
186x39x30mm
3 years 
CE

Technical data

• Support Zigbee and BLE Mesh control protocol; 

• High PF, low THD; 

• Flicker free; 

• Steppless dimming, 1,000-point dimming depth; Smooth and natural; 

• Dual way constant current output, brightness and CCT adjustable; 

• Over-voltage, overload and short-circuit protection function. 

Flicker
FREE YEAR3

WARRANTY

Power:
Input Current:

Outout Current:
Efficacy:

Input Voltage:
Output(V):

PF:
CCT:

Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

Product Model:

Feature

72W
420mA
3A Max. 
>90%
AC220-240V 
DC 24V 
0.95 
Adjustable 
Zigbee, BLE Mesh 
-20°C~50℃ 
-30°C~60℃ 
IP20 
335x50x36mm
3 years 
CE

120W
700mA
5A Max.  
>90% 

150W
850mA
6.25A Max.  
>92% 

200W
1100mA
8.33A Max.  
>94% 

TP-Z2472V TP-Z24120V TP-Z24150V TP-Z24200V

CW Smart Constant Voltage Driver
Wireless Series

Technical data

• Support Zigbee and BLE Mesh control protocol; 

• High PF, low THD; 

• Flicker free; 

• Steppless dimming, 1,000-point dimming depth; Smooth and natural; 

• Dual way constant current output, brightness and CCT adjustable; 

• Over-voltage, overload and short-circuit protection function. 

Flicker
FREE YEAR3

WARRANTY



158 159

Feature
• Support CASAMBI wireless control protocol; 

• High PF, low THD; 

• Flicker free; 

• Steppless dimming, 10,000-point dimming depth; Smooth 

     and natural; 

• Constant voltage output, brightness and CCT adjustable; 

• Over-voltage, overload and short-circuit protection function. 

CASAMBI Driver
Wireless Series

Power:
Outout Current:

Input Voltage:
Output(V):

Efficacy:
PF:

CCT:
Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

Product Model:

60W
2.5A
AC220-240V 
DC 24V 
>90% 
0.95 
Adjustable 
Zigbee, BLE Mesh, Casambi 
-20°C~50℃ 
-30°C~60℃ 
IP20
336.6x30x18.2mm
5 years 
CE, ERP, THD, UKCA

100W
4.2A 

150W
6.25A 

TP-C2460V TP-C24100V TP-C24150V

Technical data

Flicker
FREE YEAR5

WARRANTY

DALI Series



160 161

Cloud Server Remote Control

DALI Series

TP-DT6-24100VP

TP-DT6/DT8-422036C

TP-DT6/DT8-2460V

TP-DT6/DT8-24100V

TP-DT6/DT8-24150V

TP-DT-24200V

TP-DT6/DT8-420615C

DALI Bus 
Application Control

(Gateway)

DALI Bus Power

Router

Or

DALI Switch

DALI PIR Sensor

Product Model:

Feature

TP-DALIGATE-D1

Smart DALI Gateway
DALI Series

Technical data

Power:
Input Voltage: 
Input Current:

Output(V):
Outout Current:

Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

4W
DC 10~23.5V
45mA
DC 10~23.5V 
250mA@16V 
Wi-Fi+BLE, DALI 
-20°C~50℃ 
-30°C~60℃ 
IP20 
88.5x91x64.1mm
3 years 
CE, FCC， DALI

• Customers can control DALI products through T-smart system.

• Supports multiple protocols, such as 102, 207, 209, etc.

• Addresses and manages up to 64 DALI units.

• Easily create and edit unique lighting scenes.

• Easily create and edit groups.

• Define fade times for each light.

• Define dimming fade speeds.

• Set brightness.

YEAR3
WARRANTY

Wireless 
Connections

Wired
Connections



162 163

Product Model:

Feature

TP-DALUSB-D1

Smart Application Controller
DALI Series

Technical data

Power:
Input Voltage: 
Input Current:

Output(V):
Outout Current:

Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

4W
DC 10~23.5V
45mA
DC 10~23.5V 
250mA@16V 
DALI 
-20°C~50℃ 
-30°C~60℃ 
IP20 
88.5x91x64.1mm
3 years 
CE, FCC， DALI

• DALI products can be controlled by PC-based host computer 

      via USB interface.

• Support multiple protocols such as 102, 207, 209, etc.

• Addresses and manages up to 64 DALI units.

• Easily create and edit unique lighting scenes.

• Easily create and edit groups.

• Define fade times for each light.

• Define dimming fade speeds.

• Set brightness.

YEAR3
WARRANTY

YEAR3
WARRANTY

Product Model:

Feature

TP-DR1524

Smart Bus Power
DALI Series

Technical data

Power:
Input Voltage: 
Input Current:

Output(V):
Outout Current:

Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

15W
AC 100~240V
880mA
DC 24V 
630mA 
DALI 
-20°C~50℃ 
-30°C~60℃ 
IP20 
93x25x56mm
3 years 
CE, FCC， DALI

• Full range of international AC inputs.

• Over-voltage, overload and short-circuit protection functions.

• Rugged and efficient heat dissipation construction.
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Product Model:

Feature

TP-DT6-420615C

Smart Constant Current Driver
DALI 2.0 DT6 Series

Technical data

Power:
Input Current:

Outout Current:
Efficacy:

PF:
Input Voltage: 

Output(V):
CCT:

Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

6W
45mA
150mA±5% 
>78%
0.9
AC220-240V 
DC 9-42V 
Single Lighting 
DALI 
-20°C~50℃ 
-30°C~60℃ 
IP20 
134.5x40.5x23.5mm
3 years 
CE, DALI

8W
55mA
200mA±5% 
>80%
0.9 

12W
80mA
280mA±5% 
>80%
0.95 

15W
100mA
350mA±5% 
>82%
0.95 

• DALI-2 certified, DT6; 

• High PF, low THD; 

• Flicker free; 

• Lower than 0.1 percent dimming depth; 

• Constant current output, brightness and CCT adjustable; 

• Multiple current outputs can be set by DIP switches; 

• Over-voltage, overload and short-circuit protection function. 

Flicker
FREE

Product Model:

Feature

TP-DT6-4220C TP-DT6-4225C TP-DT6-4230C TP-DT6-4236C

Smart Constant Current Driver
DALI 2.0 DT6 Series

Technical data

Power:
Input Current:

Outout Current:
Efficacy:

Input Voltage:
Output(V):

PF:
CCT:

Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

20W
130mA
480mA±5% 
>83%
AC220-240V 
DC 9-42V 
0.95 
Single Lighting 
DALI 
-20°C~50℃ 
-30°C~60℃ 
IP20
167x43x30mm
3 years 
CE, DALI

25W
160mA
600mA±5% 
>83%

30W
190mA
720mA±5% 
>83%

36W
220mA
860mA±5% 
>85%

• DALI-2 certified, DT6; 

• High PF, low THD; 

• Flicker free; 

• Lower than 0.1 percent dimming depth; 

• Constant current output, brightness and CCT adjustable; 

• Multiple current outputs can be set by DIP switches; 

• Over-voltage, overload and short-circuit protection function. 

Flicker
FREE
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Product Model:

Feature

TP-DT8-420615C

Smart Constant Current Driver
DALI 2.0 DT8 Series

Technical data

Power:
Input Current:

Outout Current:
Efficacy:

PF:
Input Voltage: 

Output(V):
CCT:

Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

6W
45mA
150mA±5% 
>78%
0.9
AC220-240V 
DC 9-42V 
Single Lighting 
DALI 
-20°C~50℃ 
-30°C~60℃ 
IP20 
134.5x40.5x23.5mm
3 years 
CE, DALI

8W
55mA
200mA±5% 
>80%
0.9 

12W
80mA
280mA±5% 
>80%
0.95 

15W
100mA
350mA±5% 
>82%
0.95 

• DALI-2 certified, DT8; 

• High PF, low THD; 

• Flicker free; 

• Lower than 0.1 percent dimming depth; 

• Dual way constant current output, brightness and CCT adjustable; 

• Multiple current outputs can be set by DIP switches; 

• Over-voltage, overload and short-circuit protection function. 

Flicker
FREE

Feature

TP-DT8-4220C TP-DT8-4225C TP-DT8-4230C TP-DT8-4236C

Smart Constant Current Driver
DALI 2.0 DT8 Series

Technical data

Power:
Input Current:

Outout Current:
Efficacy:

Input Voltage:
Output(V):

PF:
CCT:

Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

20W
130mA
480mA±5% 
>83%
AC220-240V 
DC 9-42V 
0.95 
Single Lighting 
DALI 
-20°C~50℃ 
-30°C~60℃ 
IP20
167x43x30mm
3 years 
CE, DALI

25W
160mA
600mA±5% 
>83%

30W
190mA
720mA±5% 
>83%

36W
220mA
860mA±5% 
>85%

• DALI-2 certified, DT8; 

• High PF, low THD; 

• Flicker free; 

• Lower than 0.1 percent dimming depth; 

• Dual way constant current output, brightness and CCT adjustable; 

• Multiple current outputs can be set by DIP switches; 

• Over-voltage, overload and short-circuit protection function. 

Flicker
FREE

Product Model:
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Smart Constant Voltage Driver
DALI 2.0 DT6 Series

Feature

TP-DT6-1260VP TP-DT6-2460VP TP-DT6-12100VP TP-DT6-24100VP TP-DT6-12132VP TP-DT6-24150VP

Technical data

Power:
Output(V):

Outout Current:
Input Voltage:

Efficacy:
PF:

CCT:
Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

60W
12V 
5.0A
AC220-240V 
>87%
0.95 
Adjustable 
DALI 
-20°C~50℃ 
-30°C~60℃ 
IP67 
380X37X21.4mm
5 years 
CE, ERP, THD, UKCA, DALI 

60W
24V 
2.5A 

100W
12V 
8.33A 

100W
24V 
4.16A 

132W
12V 
11A 

150W
24V 
6.25A 

• DALI-2 certified, DT6; 

• High PF, low THD; 

• Flicker free; 

• Lower than 0.1 percent dimming depth; 

• Constant current output, brightness and CCT adjustable; 

• Multiple current outputs can be set by DIP switches; 

• Over-voltage, overload and short-circuit protection function. 

IP67

Flicker
FREE

Product Model:

Smart Constant Voltage Driver
DALI 2.0 DT6/DT8 Series

Feature

TP-DT6-1260V TP-DT6-2460V TP-DT6-4860V TP-DT8-4860V

Technical data

Power:
Output(V):

Outout Current:
Efficacy:

Input Voltage:
PF:

CCT:
Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

60W 
12V 
5.0A 
>87%
AC220-240V
0.9 
Adjustable 
DALI 
-20°C~50℃ 
-30°C~60℃ 
IP20 
361.5X30X21.3mm
5 years 
CE, SAA, ERP, THD, UKCA, DALI

60W 
24V 
23.5A 

60W 
48V 
1.25A 

60W 
24V 
23.5A 

• DALI-2 certified, DT6; 

• High PF, low THD; 

• Flicker free; 

• Lower than 0.1 percent dimming depth; 

• Constant current output, brightness and CCT adjustable; 

• Multiple current outputs can be set by DIP switches; 

• Over-voltage, overload and short-circuit protection function. 

Flicker
FREE

Product Model:
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Smart Constant Voltage Driver
DALI 2.0 DT6/DT8 Series

Feature

TP-DT6-12100V TP-DT6-24100V TP-DT6-48100V TP-DT8-24100V

Technical data

Power:
Input Voltage:

Output(V):
Outout Current:

Efficacy:
PF:

CCT:
Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

100W 
AC220-240V 
12V 
8.33A 
>87%
0.9 
Adjustable 
DALI 
-20°C~50℃ 
-30°C~60℃ 
IP20 
336.6X30X18.2mm
5 years 
CE, SAA, ERP, THD, UKCA, DALI

100W 
AC220-240V 
24V 
4.16A 

100W 
AC220-240V 
48V 
2.08A 

100W 
AC220-240V 
24V 
4.16A 

• DALI-2 certified, DT6; 

• High PF, low THD; 

• Flicker free; 

• Lower than 0.1 percent dimming depth; 

• Constant current output, brightness and CCT adjustable; 

• Multiple current outputs can be set by DIP switches; 

• Over-voltage, overload and short-circuit protection function. 

Flicker
FREE

Product Model:

Smart Constant Voltage Driver
DALI 2.0 DT6/DT8 Series

Feature

TP-DT6-12150V TP-DT6-24150V TP-DT6-48150V TP-DT8-24150V

Technical data

Power:
Output(V):

Outout Current:
Efficacy:

Input Voltage:
PF:

CCT:
Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

132W 
12V 
11A 
>87%
AC220-240V
0.95 
Adjustable 
DALI 
-20°C~50℃ 
-30°C~60℃ 
IP20 
336.6x30x18.2mm
5 years 
CE, SAA, ERP, THD, UKCA, DALI

150W 
24V 
6.25A 

150W 
48V 
3.125A 

150W 
24V 
6.25A 

• DALI-2 certified, DT6; 

• High PF, low THD; 

• Flicker free; 

• Lower than 0.1 percent dimming depth; 

• Constant current output, brightness and CCT adjustable; 

• Multiple current outputs can be set by DIP switches; 

• Over-voltage, overload and short-circuit protection function. 

Flicker
FREE

Product Model:
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Smart Constant Voltage Driver
DALI 2.0 DT Series

Feature

TP-DT-24200V TP-DT-24240V

Technical data

Power:
Output(V):

Outout Current:
Input Voltage:

Efficacy:
PF:

CCT:
Communication:
Operating Temp:

Storage Temp:
IP:

 Dimension:
Lifetime:

Certificate:

200W
24V
8.33A 
AC220-240V 
>87%
0.95 
Adjustable 
DALI 
-20°C~50℃ 
-30°C~60℃ 
IP20 
429x32x23.5mm
5 years 
CE, SAA, ERP, THD, UKCA, DALI

240W
24V
10A 

• DALI-2 certified, DT6; 

• High PF, low THD; 

• Flicker free; 

• Lower than 0.1 percent dimming depth; 

• Constant current output, brightness and CCT adjustable; 

• Multiple current outputs can be set by DIP switches; 

• Over-voltage, overload and short-circuit protection function. 

Flicker
FREE

Product Model:
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